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Enjoyment of unlimited comfort, 
without a (non-stop) running generator
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Superior Integrated 
Energy Solutions

Developed and supported by an experienced team 
of dedicated and talented professionals, with the 
purpose to provide optimized on-board comfort 

even without a running generator.

Utilizing all available power sources including 
solar and wind.

Available for any pleasure or commercial craft up to 
over 100 ft. Find out more about our OctoPower 

systems by reading this brochure.
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How it works

OctoPower systems cover on-board power de-
mands from  just a couple of kW’s up to 50 kW.
 
A wide selection of 12, 24 and 48 VDC and 120 
VAC (60 Hz), 230 VAC (50 Hz) or even 3-phase 
can be configured. OctoPower comes as an  
integrated system (pre-fabricated boxed solution) 
or in components (modular).

The heart of the OctoPower system is a battery 
bank that feeds a WhisperPower inverter during  
silent time.

This (lithium) battery pack is rechargeable from 
different sources, including a landline/dock  
connection, solar/wind generators, one or more  
DC alternators and a DC or AC WhisperPower 
generator. 

The battery storage, as a primary power source, 
feeds the various DC and AC consumers. When 
the storage/battery voltage drops too low, the 
WhisperPower AC or DC generator starts auto-
matically. 

Our cloud based WhisperCare allows full control 
over the OctoPower system, anywhere in the 
world, where a 4G network or a proper internet 
connection is available.
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Entertainment

Air
Conditioning

Kitchen
cooking hob | fridge

Propulsion

12 V | 24 V | 48 V

Battery bank
AGM | Gel | Lithium

12 V | 24 V | 48 V

Inverter
120 V | 230 V | 400 V 

12 V | 24 V | 48 V

Battery Charger

Generator

Grid

Alternator

Solar/Wind

Hydrogen 
Fuelcell Stack



Key Components

ChargersGeneratorsGeneratorsGenerators
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BatteriesSystem Monitoring Inverters/Combi’s
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20 - 35 Ft

Diesel or gas generator replacement

  Lithium battery/ sine wave inverter
power supply combination

  AC power to operate air-conditioning 
and other appliances

  Connects to outboards/ inboards/
shore power and solar

  Interfaces with pilot house for
essential power information

  WhisperCare for full
remote monitoring

3
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All-In-One solution



Solar Out- or inboard engine Shore- Grid power

Pure Sinewave
AC Power

Air-conditioning

Cooking Hob

Comfort Equipment

  Power-Electronics 
Pack

  Lithium-Battery 
Pack

- 3.8 kWh
- 5.1 kWh
- 7.6 kWh
- 10.2 kWh
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Boxed Solution



OctoPower Range   3 12 VDC

Article number 42001210

GENERAL SYSTEM SPECIFICATIONS
Inverter power / zero-emission modus 3.0 kVA (6 kVA peak)

Inverter output voltage/Hz (117 VAC - 60 Hz Optional) 230 V 50 Hz +/- 0.01% (120 V 60 Hz Optional)

DC charging/ grid input 60 A

DC charging / Genverter Input -

AC voltage / grid input 90 – 265 VAC, 47 – 63 Hz

DC SYSTEM SPECIFICATIONS
Battery type Lithium Power Basic  (LFP) 2000-4000 cycles

Battery pack 3.8 - 5.1 - 10.2 kWh (select)

DC voltage 12 VDC 

Battery charger output 40 A – 60 A optional

Solar charger output MPPT 2 x 50 A  - 12 VDC
DC-DC booster/ converter 2 x 50 A   - 12 VDC
Power sharing/ DC control    -

Optional
Connectable to 2 outboard/inboard engines

OctoPower 3 (Boxed)
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Basic WhisperCare
•  OctoControl Basic

connects WhisperPower’s
Touch screen (5 / 7 Inch)

•  OctoControl Basic connects
to a third party screen
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Modular

Solar Out- or inboard engineShore power

DC usage

System output

230 V 50 Hz
  A/C
  Cooking
  Entertainment



  Lithium battery/ sine wave inverter 
power supply combination

  AC power to operate several 
air-conditioning units

  And all other comfort equipment 
including anti-roll

  Connects to outboards/ inboards/ 
shore power and solar

  Interfaces with pilot house for 
essential power information

  WhisperCare for full remote 
control & monitoring
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35 - 45 Ft

Diesel or gas generator replacement
6

Modular power solution



Solar Out- or inboard engine Shore- Grid power

Pure Sinewave
AC Power

Air-conditioning

Cooking Hob

Comfort Equipment

Can also
be ordered as

an all-in-one for
plug-and-play

installation
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Basic Components

Lithium Power Plus 11 kWh/24 VDC
incl. distribution

DC-AC Inverter 
output 6 kW

24 VDC Charge system

Lithium Power Plus 11 kWh/24 VDC

Comfort Equipment



OctoPower Range  6  6+

Article number

GENERAL SYSTEM SPECIFICATIONS
Inverter power / zero-emission modus 6 kVA (12 kVA peak) 6 kVA (12 kVA peak)

Inverter output voltage/Hz (117 VAC - 60 Hz Optional) 230 V 50 Hz +/- 0.01% 230 V 50 Hz +/- 0.01%

DC charging/ grid input 100 A DC (16 A) 100 A DC (16 A)

DC charging / Genverter Input - 150 A DC

AC voltage / grid input 90 - 265 VAC, 16 A max 90 - 265 VAC, 16 A max

DC SYSTEM SPECIFICATIONS
Battery type Lithium Power Plus 2000-5000 cycles Lithium Power Plus 2000-5000 cycles

Battery capacity 5 - 10 - 15  kWh 5 - 10 - 15  kWh

DC voltage 24 VDC 24 VDC 

Battery charger output 120 A grid, 150 A Genverter, 12 V 20 A 120 A grid, 150 A Genverter, 12 V 20 A

Solar charger output MPPT 1 x 30 A or 2 x 30 A/ 24 VDC 1 x 30 A or 2 x 30 A/ 24 VDC
DC-DC booster/ converter 1 x 30 A or 2 x 30 A/ 24 VDC 1 x 30 A or 2 x 30 A/ 24 VDC
Power sharing/ DC control Grid power 0 – 120 A, adjustable Grid power 0 – 120 A, adjustable

SPECIFICATIONS DIESEL ENGINE
Connectable to diesel/gasoline outboard/inboard engines Piccolo 8 liquid cooled

Diesel engine type — KT Z482 Stage V/ EPA Tier 4

Cylinder volume — 479 CC 2 cyl

Fuel consumption — 1.2 – 2.5 ltr/ hr full load

RPM rating — 2200 – 2800 max in rpm

Audible noise level — 50 dBA at 7 mtrs

OctoPower 6  Specifications in brief
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Low-emission night silent system (diesel generator optional)

Remote
Battery Switch
(art.nr. 50214733)

Remote
Battery Switch
(art.nr. 50214733)

Remote
Battery Switch
(art.nr. 50214733)

Remote
Battery Switch
(art.nr. 50214733)

Remote
Battery Switch
(art.nr. 50214733)

Remote
Battery Switch
(art.nr. 50214733)

230 VAC
50Hz

Distribution

Smart Shunt
Battery monitoring
Via NMEA 2000
(art. nr. 40290313)

Smart Shunt
Battery monitoring
Via NMEA 2000
(art. nr. 40290313)

Bowthruster/Windlass
Battery 12V 145 Ah AGM
(art. 40290062)

Essential Service Battery Pack
2x Battery 12V 145 Ah AGM
(art. 40290062)

2xSunTrack Duo
Charge Booster
(art. 60111430)

3x Starter Battery
12V AGM 100 Ah
(art. 40290031)

2x Supreme12/20 
12VDC Battery Charger 20A 3 Outputs

(art. 61112302)

Engine Run Signal

Engine Run Signal

Engine Run Signal

Optional Lithium Battery Pack
4x Battery 24V 100 Ah LiFePo4
(art. 40291205

3xSunTrack Duo 
Charge Booster
(art. 60111431)

SHORE POWER 
Aircoditioning

INVERTER ONLY
SHIPS AC

Non-
Essential DC 
Distribution

Remote
Battery Switch
(art.nr. 50214733)

Remote
Battery Switch
(art.nr. 50214733)

Essential DC 
Distribution

EU Shore Power Inlet
90 - 265V - 32A

(art.nr. 50214684)

EU Shore Power Inlet
90 - 265V - 32A

(art.nr. 50214684)

Earth leakage circuit breaker
32A 230V 2-pole - SLOW

(art.nr. 50214642)

Earth leakage circuit breaker
32A 230V 2-pole - SLOW

(art.nr. 50214642)

Galvanic Isolator
32A

(art.nr. 60110150)

Earth leakage circuit breaker
32A 230V 2-pole - SLOW

(art.nr. 50214642)

Galvanic Isolator
32A

(art.nr. 60110150)

Supreme Pro
24VDC Battery Charger 100A

(art. 60205401)

AC PowerCube 7000
Inverter 24VDC 7kVA

(art. 60203004)

NMEA 2000

24VDC Distribution

Octo Power Control
Basic

NMEA 2000 NMEA 2000

Smart Shunt
Battery monitoring
(art. nr. 40290323)

Transfer Switch

EU Shore Power Inlet
90 - 265V - 32A

(art.nr. 50214684)

EU Shore Power Inlet
90 - 265V - 32A

(art.nr. 50214684)

Standard on-board System Optional OctoPower System



  Lithium battery/ sine wave inverter
power supply combination

  With Super silent diesel back-up 
generator  8 kVA, (6.5 kW)

  AC power from genset or inverter to 
operate several air-conditioning units

  And all other comfort equipment 
including anti-roll

  Connects to outboards/ inboards/ 
shore power and solar

  Interfaces with pilot house for 
essential power information

  WhisperCare app for full remote 
control & monitoring
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45 - 50 Ft

Low – emission night silent system
7 | 7+

Modular power solution



Includes:
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7 - optional with DC or AC generator



OctoPower Range  7  7+

Article number

GENERAL SYSTEM SPECIFICATIONS
Inverter power / zero-emission modus 7 kVA (14 kVA peak) 7 kVA (14 kVA peak)

Inverter output voltage/Hz (117 VAC - 60 Hz Optional) 230 V 50 Hz +/- 0.01% 230 V 50 Hz +/- 0.01%

DC charging/ grid input 120 A DC (16 A) 120 A DC (16 A)

DC charging / Genverter Input - 150 A DC

AC voltage / grid input 90 - 265 VAC, 16 A max 90 - 265 VAC, 16 A max

DC SYSTEM SPECIFICATIONS
Battery type Lithium Power Plus 2000-5000 cycles Lithium Power Plus 2000-5000 cycles

Battery capacity 5 - 10 - 15  kWh 5 - 10 - 15  kWh

DC voltage 24 VDC 24 VDC 

Battery charger output 120 A grid, 150 A Genverter, 12 V 20 A 120 A grid, 150 A Genverter, 12 V 20 A

Solar charger output MPPT 1 x 30 A or 2 x 30 A/ 24 VDC 1 x 30 A or 2 x 30 A/ 24 VDC
DC-DC booster/ converter 1 x 30 A or 2 x 30 A/ 24 VDC 1 x 30 A or 2 x 30 A/ 24 VDC
Power sharing/ DC control Grid power 0 – 120 A, adjustable Grid power 0 – 120 A, adjustable

SPECIFICATIONS DIESEL ENGINE
Connectable to — WP diesel  M GV3 liquid cooled or Piccolo 10/12/15

Diesel engine type — KT D 722 Stage V/ EPA Tier 4

Cylinder volume — 719 CC 3 cylinder

Fuel consumption — 1.2 – 3.0 ltr/ hr full load

RPM rating — 2200 – 2800 max in rpm

Audible noise level — 50 dBA at 7 mtrs

OctoPower 7 | 7+

20  |  OctoPower Marine



Piccolo 8 (6.4 kW) 230 V
AC or DC Genverter (4.3 kW 24 VDC)

Stage V Certi�ed 

Optional
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7    Low-emission night silent system

Optional



  Lithium battery/ sine wave inverter
power supply combination

  With Super silent diesel back-up 
generators Twin 2 x 10 kVA, (16 kW)

  AC power from genset or inverter to 
operate several air-conditioning units

  And all other comfort equipment 
including anti-roll
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50 - 60 Ft

Low - emission night silent system with diesel generator(s)
14+

Modular power solution

  Connects to outboards/ inboards/ 
shore power and solar

  Interfaces with pilot house for 
essential power information

  WhisperCare for full remote control 
& monitoring



Includes:Includes:
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14+    Includes 1 or 2 super silent diesel generators



OctoPower Range  14+ 

Article number

GENERAL SYSTEM SPECIFICATIONS
Inverter power / zero-emission modus 14 kVA (28 kVA peak)

Inverter output voltage/Hz (117 VAC - 60 Hz Optional) 230 V 50 Hz +/- 0.01%

DC charging/ grid input 240 A

DC charging / Genverter Input 2x (Twin) 300/450 A / 24 VDC

AC voltage / grid input 90 - 265 VAC, 32 A max

DC SYSTEM SPECIFICATIONS
Battery type Lithium Power Plus 2000-5000 cycles

Battery capacity

DC voltage 24 VDC 

Battery charger output 120 A grid | 2x (twin) 150 A Genverter | 3x (Supreme Pro) 24 V 100 A

Solar charger output MPPT optional
DC-DC booster/ converter optional
Power sharing/ DC control Grid power 0 – 240 A, adjustable

SPECIFICATIONS DIESEL ENGINE
Connectable to WP diesel  M GV3 liquid cooled or Piccolo 10/12/15

Diesel engine type KT D 722 Stage V/ EPA Tier 4

Cylinder volume 719 CC 3 cylinder

Fuel consumption 1.2 – 3.0 ltr/ hr full load

RPM rating 2200 – 2800 max in rpm

Audible noise level 50 dBA at 7 mtrs

OctoPower 14+
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2x DC PowerCube
24VDC-300A

24 VDC
Distribution

24 VDC
Users

+24 VDC

Lithium Power Plus Battery Bank 
Capacity 24VDC 16.6 kWh Up to 49.5 kWh

230VAC
Users

AC PowerCube
14kW 230VAC-50Hz output

230VAC - 50Hz

Shorepower Connection

230 VAC / 16A

7" TouchPanel
Whisperconnect

M-GV 3 12kW
24 VDC Genverter

14+    Low-emission night silent system



  Lithium battery/ sine wave inverter
power supply combination > 120 kWh

  With super silent diesel back-up 
generators Twin or SQ range

  AC power from genset or inverter to 
operate several air-conditioning units

  And all other comfort equipment 
including anti-roll
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  Connects to inboards, shore power 
and solar

  Interfaces with pilot house for 
essential power information

  WhisperCare for full remote control 
& monitoring

>60 Ft

Low – emission night silent system
24+

Modular power solution



Includes:Includes:

OctoPower 24+

single or three phase power solution,
24/48 VDC battery voltage
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OctoPower Range  24+

Article number

GENERAL SYSTEM SPECIFICATIONS
Inverter power / zero-emission modus 24 kVA (48 kVA peak)

Inverter output voltage/Hz (117 VAC - 60 Hz Optional) 230 V 50 Hz (3 x 380 VAC, 3-phase, optional)

DC charging/ grid input 120 A

DC charging / Genverter Input 400 A / 48 VDC

AC voltage / grid input 90 - 265 VAC, 48 A max

DC SYSTEM SPECIFICATIONS
Battery type Lithium Power Plus 2000-5000 cycles

Battery capacity

DC voltage 48 VDC 

Battery charger output 400 A max

Solar charger output MPPT Optional
DC-DC booster/ converter optional
Power sharing/ DC control Grid power 0 – 80 A, adjustable

SPECIFICATIONS DIESEL ENGINE
Connectable to Piccolo 18 Genverter

Diesel engine type KT D 1105 Stage V/ EPA Tier 4

Cylinder volume 2197 CC 4 cylinder

Fuel consumption 1.5 – 4.0 ltr/ hr full load

RPM rating 2200 – 2800 max in rpm

Audible noise level 50 dBA at 7 mtrs

OctoPower 24+
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48 VDC Dist ribut ion
LEG A

48 VDC Dist ribut ion
LEG B

Shore Power

Shore Power

230VAC
Users LEG B

2x WPC 48V 6000kVA

2x WPC 48V 6000kVA

Piccolo 18 16kW 
223300VVAACC 5500HHzz

Piccolo 18 16kW 
223300VVAACC 5500HHzz

2x Lit hium Power Plus 
Modular Bat terybanks

4488 VVDDCC 
2222kkWWhh uupp ttoo 110000kkWWhh

Octocont rol Pro
WhisperCare

Control and monitoring via 
secured 4G VPN Connection

Whisper PMC

AC Dist ribut ion

230VAC
Users LEG A

AutoTransformer

AutoTransformer

24+    Low-emission night silent system



How to choose

the right 

30  |  OctoPower Marine



These are the steps leading 
to the best solution:
1.  Determine the electrical power consumption 

(load balance)

2.  Determine overall efficiency and non-fossil 
power generation component

3.  Create a single line diagram to map out the 
possible configuration

4.  Final communication with the customer 
about the system

5.  Quotation, go/no go, in-factory preparation, 
supply, commissioning

6.  Supply of multi line system schematics and 
other technical documentation if needed

7.  On site warranty arrangements

Our system advisors investigate together with the 
customer how different mixtures of energy resources 
can be used to provide off-grid electricity with the most 
favorable carbon footprint. They analyze the conversion 
efficiency and carbon dioxide (CO2) emissions for the 
different OctoPower configurations. 

WhisperPower  |  31



Some of our references

E n j o y  G r e e n  E n e r g y octopower.com


