
Engine Features
•   Diesel fueled 
•   Four cylinder
•  Four stroke
•  Stage V
•  Closed cooling system
•   Dubble TopCool cooling 

system
•  Electric fuel lift pump
•  Forklift insertion sleeves
•  Emergency stop
•   External Emergency stop 

(optional)
•   Noise level dBa 

1m (7m) 68 (53)
•   Low oil pressure shutdown
•   High engine temperature 

shutdown
•   Low vibration shock mounts
•   Disposable oil fi lter
•   Oil drain pump (optional)
•   Disposable water/ fuel fi lter

Generator Features
•   High effi  cient brushless 

synchronous alternator
•  AVR voltage regulation
•  Class H insulation
•  Air cooled

Alternator Features
•   Brushless design.
•   Windings are vacuum 

impregnated with epoxy 
varnish for dependability 
and long life.

•   Rotors are dynamically 
balanced to minimize 
vibration.

•   Copper windings ensure 
minimal heat build-up. 

•   Insulation meets NEMA 
standards for class H 
insulation.

•   Flexible connected to the 
engine. The generator has 
double sealed precision ball 
bearing with a precision-
machined steel sleeve in 
the end bracket to prevent 
shaft misalignment and 
extend bearing life. 

E n j o y  G r e e n  E n e r g y
Phase: 3 Phase 230/400 V - 5 wire   |   Hertz: 50 Hz   |   RPM: 1500
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Generator Weights and Dimensions
General specifi cation Without Sound Shield With Sound Shield

Weight kg (lb.)

Wet 704 875

Dry 679 850

Length mm (in.) 1380(54.3) 1985(78.1)

Width mm (in.) 590 (23.2) 940(37.0)

Height mm (in.) 880 (34.6) 1075(42.3)

Generator Power Output Specifi cations
Power Output

Continuous power Kva at 25°C (77°C) 40 kVA

Continuous power kW at 25°C (77°C) 35 kW

The Kubota V3800-CR-TE5BG2 has the certifi cates below
•  Regulation (EU) 2016/1628
•   Implementing Regulation (EU) 2018/988
•   Delegated Regulations (EU) 2018/987 and (EU) 2018/989

Ratings: Marine continuous ratings per ISO 3046, ISO 8528-1, guidelines for 
complete ratings defi nitions. Availability is subject to change without notice. 

WhisperPower reserves the right to change the design or specifi cations without 
notice and without any obligation or liability whatsoever. Contact your local 
WhisperPower distributor for availability.
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Generator Engine
Engine Specifi cations
Engine model Kubota V3800-CR-TE5BG2-SAE2

Cylinder quantity 4

Displacement, L (cu. In.) 3,769

Bore, mm (in.) 100

Stroke, mm (in.) 120

Compression ratio 17,5

Aspiration Turbo charged

No load maximum speed, rpm 1500

Net stand-by power at rated rpm, kW (pk) 42,8 (57,4)
Net Continuous power at rated rpm, 
kW (pk) 38,9 (52,2)

Noise level (dB at 1m), no load / full 
load excluding soundshield 85 / 89

Angular operation continuous 20⁰

Dry weight (kg) ex. wire harness and 
after treatment, AE No. 10/No.11-1/2 
fl ywheel and No. 3 fl ywheel housing

300

Air intake

Max. air intake restriction with new air 
cleaner element, kPa (mmAq)

2,45 (250)

Max. air intake restriction with dirty air 
cleaner element, kPa (mmAq)

4,90 (500)

Combustion air requirements, m³/min 3,15 (111)

Exhaust system

After treatment
Diesel Oxidation Catalyst (DOC) 
+ Diesel Particle Filter (DPF)

Exhaust Gas Recirculation (EGR)
External EGR (EGR cooler + 
Electric EGR valve + Reed valve)

Dimensions LxHxD (mm) 505 x 330 x 300

Weight (kg)  30

Maximum exhaust pressure 
(after EHC), kPa (mmHg)

7,0 (52,5)

Maximum exhaust pressure 
(after the exit of DPF), kPa (mmHg)

3,0 (22,5)

Exhaust gas volume at rated power, m³/min 8,51

Exhaust temperature at full load, 510 °C

Exhaust temperature at regeneration 700 °C

Silencer (optional) TIO 2,5 inch RVS316

Engine Electrical System
Battery, voltage (V) 12

Battery, charging module (A) 45

Battery, minimum recommendation (Ah) 120

Starter motor  (V/kW) 12 / 3,0

Cooling System
Heat rejection to coolant, kW (kcal/h) 34,1(29400)

Capacity, L, approx. 40

Radiator type 2x double top cool (preliminary)

Thermostat Open at 76.5°C, Full open at 85°C

Fuel System
Fuel system Common rail system

Combustion system Direct Injection

Fuel lift pump Facet Gold Flo

Fuel consumption at Stand-by power (L/h) 12,5

E n j o y  G r e e n  E n e r g y
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Lubrication
Oil pump type Forced by trochoid pump

Oil type CJ-4, CK-4

Oil pan capacity with fi lter, L (gal.) 13,2 (3,49)

Oil fi lter On the engine

Oil change interval (h) 500

Operation Requirements 50 Hz
Fuel Consumption g/kWh 
100% load 229

Alternator specifi cations

Alternator type Linz PRO 18L G-4 
SAE3/SAE11,5  - 4 pole

Phase 3 phase, series star, 5wires

RPM 1500

Voltage 400/230

kVA/kW 60/48

Hertz 50

Air fl ow m³/min 11,7

Weight, kg 258

Harmonic Distortion < 3%

Automatic Voltage Regulator (AVR)
Type Linz HVR30

Sensing 3 phase

Voltage Regulation ±1%

Sustained Short Circuit > 300% of rated current

Generator control
Model Deep Sea 7410 MKII

Power supply, voltage (V) 8 - 35

Max. operating current (mA at 12V) 510

Max. standby current (mA at 12V) 330

Additional 
DSE 890 MKII gateway DSE 2152 output expansion module

DSE 2510 MkII mirror (optional) DSE 9130

Other Specifi cations

Exhaust mobile ø size 1 1/4” tread

Water in/out Hose 1" 

Battery cable 50 mm²

Connection communication DSE webnet

Internal circuit breaker 3 phase  63 A

General specifi cations

Housing material  Aluminium

Audible noise, dB at 7m 
(incl. Vechicle isolation) 50-52

Isolation material Rockwool

Compartment ventilation Forced

Maneuverability Forklift accessible

External fuel fi lter Water seperator
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Deepsea
•  Full engine control
•  Robust digital sensor readout
•  Full analogue sensor readout
•  Full monitoring of conventional generators
•  Easy to integrate in PLC with modbus, CAN or Ethernet
•  Possibility for load sharing and synchronization
•  Optional auto start and switchover on mains failure
•  Remote communications (RS232, RS485 x2, Ethernet) 
•   Provides secure and simple off  site monitoring
•   Graphical displays showing, charts, meters, power 

display, graphs and engine status information
•   Information is displayed clearly and in a universal 

format for all users 
•   Language by choice. German, English, French, Italian, 

Dutch and Spanish.

Generator Control Advanced

External 
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Exhaust System  
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Vilt tape

Vilt tape

ITEM 
NO. QTY. DESCRIPTION DRAWING ARTICLE No.

13 38 Dome head open end blind rivet Stainless steel A2 / 
Stainless steel A2 4,0X8MM 34180.040.008 ??????

12 8 Dome head open end blind rivet Stainless steel A2 / 
Stainless steel A2 4,8X10MM 34180.048.010 ??????

11 4 Cable-Gland-1.209.1201.50-Nelco SW-011583  
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9 1 Cable-Gland-1.209.1201.50-Nelco SW-011587  
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5 1 Elec components control box SQ40 7053A216593 NOT REQUIRED

4 1 Sub assy Bracket Elec Plate SQ40 7053A216863 NOT_REQUIRED
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2 1 Labyrinth air box connection box 7053P216703 NOT_REQUIRED

1 1 Control Box assy SQ40 7053A216802 NOT_REQUIRED
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