
Datasheet

The Mobile Genverter© range was initially only available with a metal sound guard. 

With the Elite Range, fi tted with a polyester sound guard, we have taken a new 

direction of compact and very quiet adjustable speed generators that meet the 

ultimate requirement of the user: perfect silence and virtually no vibration.

PMG Power-
Module 
Genverter©

(standard)

2 A or 7 A battery charger

Battery switch

AC output
230 V / 50 Hz or 
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battery 
(optional)

Genverter©

Silent, Compact, Light-weight

The Elite Range

  Complete Elite system 

Battery switch

Genverter©

Battery switch

Standard
start/stop panel

Optional
Touch screen
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3.2.3 GENERATOR screen 

 

On the Generator screen the generator status is shown. The generator can be 

turned on and off. The output voltage, current, power and frequency is shown 

together with the historical and maintenance runtimes. Further the starter battery 

voltage is shown. 

 

  

Elite Genverter© AC output



ELITE 8 ELITE 10 ELITE 12 ELITE 15
49005420 dry exhaust - 230 V / 50 Hz 49009420 dry exhaust - 230 V / 50 Hz 49006020 dry exhaust - 230 V / 50 Hz 49007020 dry exhaust - 230 V / 50 Hz
49005425 dry exhaust - 120 V / 60 Hz 49009425 dry exhaust - 120 V / 60 Hz 49006025 dry exhaust - 120 V / 60 Hz 49007025 dry exhaust - 120 V / 60 Hz

(US voltage splitphase) (US voltage splitphase) (US voltage splitphase)

MAIN SPECIFICATIONS

Nom. performance in kVA 1) 0 - 8.0 0 - 10.0 1) 0 - 12.0 0 - 15.0

Nom. performance in kW 1) 0 - 6.4 0 - 8.0 0 - 10.0 0 - 12.0

Cont. performance in kVA 1) 0 - 7.2 0 - 9.0 2) 0 - 11.0 0 - 13.5

Noise level 2) 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m

Engine Speed 2200 .. 2800 rpm, adjustable 2200 .. 2800 rpm, adjustable 2200 .. 3600 rpm, adjustable 2200 .. 3200 rpm, adjustable

Generator Permanent Magnet Alternator (PMA) Permanent Magnet Alternator (PMA) Permanent Magnet Alternator (PMA) Permanent Magnet Alternator (PMA)

Inverter Module WP-PMG frame 1 Plus WP-PMG frame 2 WP-PMG frame 2 WP-PMG frame 3

Nominal voltage / frequency 230 V / 50 Hz, (or 120 V / 60 Hz) 230 V / 50 Hz, (or 120 V / 60 Hz) 230 V / 50 Hz, (or 120 V / 60 Hz) 230 V / 50 Hz, (or 120 V / 60 Hz)

Peak power 2 s 200% 200% 200% 200%

Harmonic distortion < 3% < 3% < 3% < 3%

Frequency tolerance ± 0.1% ± 0.1% ± 0.1% ± 0.1%

DIESEL ENGINE SPECIFICATIONS

Engine Kubota Z482 (Mitsubishi optional) Kubota D722 (Mitsubishi optional) Mitsubishi L3E Kubota D1105

Cylinder volume 479 cc (two cylinder) 719 cc (three cylinder) 952 cc (three cylinder) 1.123 cc (three cylinder)

Bore & stroke 67 × 68 mm 67 × 68 mm 76 × 70 mm 78 × 78.4 mm

Air consumption < 0.95 m³/min < 1.22 m³/min < 1.72 m³/min < 1.43 m³/min

Cooling system indirect indirect indirect indirect

Fuel consumption (no load - full load) 1.2-2.5 l/hr 1.2-3 l/hr 1.2-3 l/hr 1.5-4 l/hr

Starter battery charge current alternator 12 V/12.5 A alternator 12 V/12.5 A alternator 12 V/40A alternator 12 V/40A

DIMENSIONS & WEIGHT

Length × width × height (cabinet) 660 × 550 × 622 mm 740 × 550 × 622 mm 740 × 550 × 622 mm 875 × 570 × 690 mm

Length × width × depth (PMG) 420 × 196 × 148 mm 451 × 200 × 174 mm 451 × 200 × 174 mm 542 × 385 × 255 mm

Dry weight (cabinet + PMG) 155 kg + 9.9 kg 175 kg + 9.9 kg 175 kg + 9.9 kg 210 kg + 9.9 kg

Dry exhaust Ø 1 inch BSP Ø 1 inch BSP Ø 1 inch BSP Ø 1 inch BSP

Oil dipstick top and side top and side top and side top and side

Max. operating angle 25º in all directions 25º in all directions 25º in all directions 25º in all directions

CONTROL PANEL

Standard start / stop panel start / stop panel start / stop panel start / stop panel

Optional 2nd start/stop panel, Touch panel 2nd start/stop panel, Touch panel 2nd start/stop panel, Touch panel 2nd start/stop panel, Touch panel

1) Specifi cied at cos phi 0.8, up to 40 ˚C ambient temperature. Specifi cations valid up to 100 mtrs altitude whereafter derating   2) Preliminary data
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ITEM 
NO. QTY. DESCRIPTION DRAWING ARTICLE No.

5 1 Mirror7520P174169 Lashing strap 
Canopy Piccolo GV8 NOT_REQUIRED

4 1 Lashing strap Canopy Piccolo GV8 7520P174169 NOT_REQUIRED

3 1 Canopy without NEOPREEN 7520A174153 NOT_REQUIRED

2 1 Canopy Piccolo GV8 top assy 7520A174153 NOT_REQUIRED

1 1 Base with Engine Piccolo GV2 7520A174149 NOT_REQUIRED
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WhisperPower’s main manufacturing 
facility is located in Drachten 
(Friesland), the Netherlands.

Our entire operation and processes 
conform to ISO 9001-2008 standards. 

A signifi cant number of our 
WhisperPower diesel generators are 

also certifi ed to various national 
standards, for example Chinese-, 

Russian Maritime Type and Australian 
Standards. Approvals due to the strict 

investigative procedures and regulations 
for compliance such as audits that can 
be carried out by third party offi cials.
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Elite 8 Elite 10/12 Elite 15

STAGE
certifi edV

WhisperPower BV Kelvinlaan 82, 9207 JB Drachten, The Netherlands, Tel: +31 (0) 512 571 550, Fax: +31 (0) 512 571 599, sales@whisperpower.com, www.whisperpower.com
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