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W-GV/2 W-GV/3*)

41001120 GV/2 Kubota, dry exhaust 41001320 GV/3 Kubota, dry exhaust

41001220 GV/2 Mitsubishi, dry exhaust 41001420 GV/3 Mitsubishi, dry exhaust

60202002 DC PowerCube 24/150 or 60202002 DC PowerCube 24/150 or

60202003 DC PowerCube 48/80 60202003 DC PowerCube 48/80

MAIN SPECIFICATIONS

Continuous power 4.3kW 8.6kW

Noise level 54dB(A) at 7m, 65dB(A) at 1m 54dB(A) at 7m, 65dB(A) at 1m

Rpm range 1500 .. 3000rpm, adjustable 1500 .. 2500rpm, adjustable

AC Generator (high frequency) Permanent Magnet Alternator (PMA) Permanent Magnet Alternator (PMA)

DC charge Module DC PowerCube 2 × DC PowerCube

Nominal voltage 24/48 VDC 24/48 VDC

Charge current 150/80 A at 24/48 VDC 300/160 A at 24/48 VDC

Charge characteristics bulk, absorption, float bulk, absorption, float

DIESEL ENGINE SPECIFICATIONS

Engine Kubota Z482/Mitsubishi L2E Kubota D722/Mitsubishi L3E

Cylinder volume 479 cc / 635 cc (two cylinder) 719 cc / 952 cc (three cylinder)

Bore & stroke 67 × 68 mm / 76 × 70 mm 67 × 68 mm / 76 × 70 mm

Combus / Air consumption < 0.95 m³/min < 1.22 m³/min

Cooling system indirect indirect

Fuel consumption (no load - full load) 1.2-2.5 l/hr 1.2-3 l/hr

Starter battery charge current alternator 12 V/12,5 A alternator 12 V/12.5 A

DIMENSIONS & WEIGHT

Length × width × height (cabinet) 649 × 544 × 600 mm 710 × 544 × 600 mm

Length × width × depth (PCube) 575 × 221 × 316 mm 575 × 221 × 316 mm (two)

Dry weight (cabinet + DC PowerCube(s)) 154 kg + DC PowerCube 171 kg + DC PowerCube

Dry exhaust / wet exhaust Ø 1 inch BSP / Ø 40 mm Ø 1 inch BSP / Ø 40 mm

Oil dipstick position top and side top and side

Max. operating angle 25º in all directions 25º in all directions

CONTROL PANEL

Standard

Optional 2nd DDC panel 2nd DDC panel

*) Ask for our 12 kWatt G/3 Plus model in case you need more charging power. See W-GV15 for size and weight 

W-GV/2 W-GV/3
W-GV/3 PLUS

2 CYL 3 CYL 3 CYL

Also available
GV/3 Plusfor 3 DC PowerCubes

Genverter© series
DC output


