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Water in (cold)
hose 25 mm

Fuel out 8mm
Fuel in 8mm

Water out (hot)
hose 25 mm
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Footprint

AC cable 4G4mm
Battery - "Black" 35mm

Battery + "Red" 35mm

Exhaust: 1"Thread

 Exhaust
 Marine: ø40 hose connection

ITEM 
NO. QTY. DESCRIPTION DRAWING ARTICLE No.

3 1 Heat blanket 7043P205766 NOT_REQUIRED
2 2 Canopy Piccolo GV8 top assy 7520A174153 NOT_REQUIRED

1 1 Base with Engine Piccolo GV2 7043A184277 NOT REQUIRED

Type Sound level Dry weight
Elite 8 (Kubota Z482) 154 KG
Elite 8 (Mitsubishi L2E) 50,44 dBA at 7 mtr 160 KG
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 Exhaust
 Mobile: Pipe G1" thread

Water in (cold)
hose 25 mm

Fuel out 8mm
Fuel in 8mm

Water out (hot)
hose 25 mm
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Footprint

Battery - "Black" 35mm
Battery + "Red" 35mm

AC cable 3G4mm
Exhaust: 1"Thread

ITEM 
NO. QTY. DESCRIPTION DRAWING ARTICLE No.

3 1 Lashing strap canopy Piccolo 10 7037P184737 NOT_REQUIRED

2 1 Base with Engine Piccolo 10 7044A184277 NOT REQUIRED

1 2 Canopy Piccolo 10 top assy 7521A184153 -

Type Sound level Dry weight
Elite 10 + 12 (Kubota D722) 47.2 dBA at 7 mtr 175 KG
Elite 10 + 12 (Mitsubishi L3E) 50,44 dBA at 7 mtr 187 KG
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 Exhaust
 Mobile: Pipe G1-1/2" thread

Water in (cold)
hose 25 mm

Fuel out 8mm
Fuel in 8mm

Water out (hot)
hose 25 mm

AC cable 3G4mm

Battery + "Red" 35mm
Battery - "Black" 35mm

 5
69

 

2

scale 1:20

Exhaust: 1-1/2" Thread

ITEM 
NO. QTY. DESCRIPTION DRAWING ARTICLE No.

5 2 Whisper Power Logo 2015 120mm 9003P152793 40200951

4 1 Insulation blanket 7047P205763 NOT_REQUIRED
3 1 heat shield assy 7047A195603 NOT_REQUIRED

2 2 Canopy Piccolo 15 7523P180003 NOT REQUIRED

1 1 Base with Engine Piccolo 15 NOT REQUIRED

Type Sound level Dry weight
Elite 15 (Kubota D1105) 54 dBA at 7 mtr 210 KG
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NEN ISO 2768-m
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WELDING SYMBOL NEN EN 22553
ROUGHNESS ACC. to NEN3634
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