
24/48 VDC
↓

Piccolo GV 2

Art. Nr. 49001105 - Genverter

Art. Nr. 49001106 - Ungrounded

Art. Nr. 49001130 - Keel cooling

Dimensions,  mm / (in.) Main specifi cations

4.3 kW Continuous Power at 25°C (77°F) 4.3 kW

Number of DC PowerCubes 1

Nominal voltage 24/48 VDC

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 1500 - 3000 rpm, adjustable

Engine WhisperPower Kubota Z482

mm / (in.)
Dry weight 
(cabinet + DC PowerCube)

154 + (1 PowerCube) 26 kg
339.5 + (1 PowerCube) 57.3 lb.

Piccolo GV 3

Art. Nr. 49001305  - Genverter

Art. Nr. 49001306 - Ungrounded

Art. Nr. 49001330 - Keel Cooling

Dimensions,  mm / (in.) Main specifi cations

8.6 kW Continuous Power at 25°C (77°F) 8.6 kW

Number of DC PowerCubes 2

Nominal voltage 24/48 VDC

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 1500 - 2500 rpm, adjustable

Engine WhisperPower Kubota D722

mm / (in.)
Dry weight 
(cabinet + DC PowerCube)

175 + (2 PowerCubes) 26 kg / each
385.8 + (2 PowerCubes) 57.3 lb. / each

Piccolo GV 3 Plus

Art. Nr. 49001505 - Genverter

Art. Nr. 49001506 - Ungrounded

Art. Nr. 49001530 - Keel cooling

Dimensions,  mm / (in.) Main specifi cations

12 kW Continuous Power at 25°C (77°F) 12 kW

Number of DC PowerCubes 3

Nominal voltage 24/48 VDC

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 1500 - 2500 rpm, adjustable

Engine WhisperPower Kubota D1105

mm / (in.)
Dry weight
(cabinet + DC PowerCube)

210 + (3 PowerCubes) 26 kg / each
463 + (3 PowerCubes) 57.3 lb. / each

DC PowerCube 24 VDC

Art. Nr. 60202002

Dimensions,  mm / (in.) Main specifi cations

Nominal battery voltage 24 VDC

Output current 0 - 150 A (short circuit protected)

Output voltage 26.5 / 28.5 VDC

Recommended battery capacity: 300 to 1500 Ah

Charge characteristic 3+ step charge characteristic

Grid input current Adjustable, from 2 A to 16 A

PM input current Adjustable, from 2 A to 14.5 A

Input range 90 - 265 VAC

Suitable for battery types AGM, GEL and fl ooded Lithium

mm / (in.) Weight 26 kg  /  57.3 lb

DC PowerCube 48 VDC

Art. Nr. 60202003

Dimensions,  mm / (in.) Main specifi cations

Nominal battery voltage 48 VDC

Output current 0 - 100 A (short circuit protected)

Output voltage 43.0 / 57.0 VDC

Recommended battery capacity: 200 to 1000 Ah

Charge characteristic 3+ step charge characteristic

Grid input current Adjustable, from 2 A to 16 A

PM input current Adjustable, from 2 A to 14.5 A

Input range 90 - 265 VAC

Suitable for battery types AGM, GEL and fl ooded Lithium

mm / (in.) Weight 26 kg  /  57.3 lb

230 VAC | 50 Hz
Adjustable speed 

↓

120 VAC | 60 Hz
Adjustable speed 

↓

120/240 VAC | 60 Hz
Split Phase

↓

230 VAC | 50 Hz
Twin Power 

↓

Piccolo 5 | 230 VAC | 50 Hz Piccolo 4 | 120 VAC | 60 Hz

Art. Nr. 49003005 - Adjustable Art. Nr. 49002055 - Adjustable Art. Nr. 61224032 - Autotransformer

Art. Nr. 49003006 - Ungrounded Art. Nr. 49002056 - Ungrounded

Art. Nr. 49013005 - Variable speed Art. Nr. 49012055 - Variable speed

Art. Nr. 49013006 - Variable speed / Ungrounded Art. Nr. 49012056 - Variable speed / Ungrounded

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 32 A

Intermittent Power kW at 25°C (77°F) 3.5 kW 3.5 kW

Continuous Power kVA at 25°C (77°F) 4.4 kVA 3.5 kVA

Continuous Power kW at 25°C (77°F) 3 kW 3 kW

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 2800 - 3600 rpm, adjustable or automatic 2800 - 3600 rpm, adjustable

Engine WP1 WP1

mm / (in.) Dry weight (cabinet + PMG) 68 + PMG 7.6 kg  /  (150 + PMG 16.8 lb.) 68 + PMG 7.6 kg  /  (150 + PMG 16.8 lb.)

Piccolo 6 | 230 VAC | 50 Hz Piccolo 6 | 120 VAC | 60 Hz

Art. Nr. 49004005 - Adjustable Art. Nr. 49004055 - Adjustable Art. Nr. 61224100 - Autotransformer

Art. Nr. 49004006 - Ungrounded Art. Nr. 49004056 - Ungrounded

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 100 A

Intermittent Power kW at 25°C (77°F) 6 kW 6 kW

Continuous Power kVA at 25°C (77°F) 6 kVA 6 kVA

Continuous Power kW at 25°C (77°F) 5.5 kW 5.5 kW

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 2400 - 3000 rpm, adjustable 2400 - 3000 rpm, adjustable

Engine WhisperPower Kubota Z482-C WhisperPower Kubota Z482-C

mm / (in.) Dry weight (cabinet + PMG) 145 + PMG 7.6 kg  /  319.7 + PMG 16.8 lb.) 145 + PMG 9.9 kg  /  319.7 + PMG 21.8 lb.)

Piccolo 8 | 230 VAC | 50 Hz Piccolo 8 | 120 VAC | 60 Hz Piccolo Twin 8+8 | 230 VAC | 50 Hz

Art. Nr. 49005005 - Adjustable Art. Nr. 49005055 - Adjustable Art. Nr. 61224100 - Autotransformer Art. Nr. 49005080

Art. Nr. 49005006 - Ungrounded 1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 100 A Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 6.4 kW 6 kW 6.4 kW 12.8 kW

Continuous Power kVA at 25°C (77°F) 8 kVA 6 kVA 8 kVA 16 kVA

Continuous Power kW at 25°C (77°F) 6 kW 6 kW 6 kW 12 kW

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable

Engine WhisperPower Kubota Z482 WhisperPower Kubota Z482 WhisperPower Kubota Z482

mm / (in.) Dry weight (cabinet + PMG) 154 + PMG 9.9 kg  /  339.5 + PMG 21.8 lb.) 154 + PMG 9.9 kg  /  339.5 + PMG 21.8 lb.) 154 + PMG 9.9 kg  /  339.5 + PMG 21.8 lb.) each

Piccolo 10 | 230 VAC | 50 Hz Piccolo 10 |  120/240 VAC | 60 Hz Piccolo Twin 10+10 | 230 VAC | 50 Hz

Art. Nr. 49009005 - Adjustable Art. Nr. 49009055 - Adjustable Art. Nr. 49009080

Art. Nr. 49009006 - Ungrounded 1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 8.5 kW 8.5 kW 8.5 kW 17 kW

Continuous Power kVA at 25°C (77°F) 10 kVA 10 kVA 10 kVA 20 kVA

Continuous Power kW at 25°C (77°F) 8 kW 8 kW 8 kW 16 kW

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable

Engine WhisperPower Kubota D722 WhisperPower Kubota D722 WhisperPower Kubota D722

mm / (in.) Dry weight (cabinet + PMG) 175 + PMG 9.9 kg  /  385.8 + PMG 21.8 lb.) 175 + PMG 30 kg  /  385.8 + PMG 66.1 lb.) 175 + PMG 9.9 kg  /  385.8 + PMG 21.8 lb.) each

Piccolo 12 | 230 VAC | 50 Hz Piccolo 12 |  120/240 VAC | 60 Hz Piccolo Twin 12+12 | 230 VAC | 50 Hz

Art. Nr. 49006005 - Adjustable Art. Nr. 49006155 - Adjustable Art. Nr. 49006080

Art. Nr. 49006006 - Ungrounded Art. Nr. 49006156 - Ungrounded

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 9.6 kW 10 kW 9.6 kVA 19.2 kW

Continuous Power kVA at 25°C (77°F) 10 kVA 12 kVA 10 kVA 20 kVA

Continuous Power kW at 25°C (77°F) 9 kW 9.6 kW 9 kW 18 kW

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 2400 - 3600 rpm, adjustable 2400 - 3600 rpm, adjustable 2400 - 3600 rpm, adjustable

Engine WhisperPower Kubota D722 WhisperPower Kubota D722 WhisperPower Kubota D722

mm / (in.) Dry weight (cabinet + PMG)
175 + PMG 9.9 or 20 kg
(385.8 + PMG 21.8 or 44.1 lb.)

175 + PMG 30 kg  /  385.8 + PMG 66.1 lb.)
175 + PMG 9.9 or 20 kg
(385.8 + PMG 21.8 or 44.1 lb.)

Piccolo 15 | 230 VAC | 50 Hz Piccolo 15 |  120/240 VAC | 60 Hz Piccolo Twin 15+15 | 230 VAC | 50 Hz

Art. Nr. 49007005 - Adjustable Art. Nr. 49007055 - Adjustable Art. Nr. 49007080

Art. Nr. 49007006 - Ungrounded Art. Nr. 49007056 - Ungrounded 1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12.5 kW 12.5 kW 12.5 kW 25 kW

Continuous Power kVA at 25°C (77°F) 15 kVA 15 kVA 15 kVA 30 kVA

Continuous Power kW at 25°C (77°F) 12 kW 12 kW 12 kW 24 kW

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 2200 - 3200 rpm, adjustable 2200 - 3200 rpm, adjustable 2200 - 3200 rpm, adjustable

Engine WhisperPower Kubota D1105 WhisperPower Kubota D1105 WhisperPower Kubota D1105

mm / (in.) Dry weight (cabinet + PMG) 210 + PMG 20 kg  /  463 + PMG 44.1 lb.) 210 + PMG 30 kg  /  463 + PMG 66.1 lb.) 210 + PMG 20 kg  /  463 + PMG 44.1 lb.) each

Piccolo 18 | 230 VAC | 50 Hz Piccolo 18 |  120/240 VAC | 60 Hz Piccolo Twin 18+18 | 230 VAC | 50 Hz

Art. Nr. 49008005 - Adjustable Art. Nr. 49008055 - Adjustable Art. Nr. 49008080

Art. Nr. 49008006 - Ungrounded Art. Nr. 49008056 - Ungrounded 1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 15 kW 15 kW 15 kW 30 kW

Continuous Power kVA at 25°C (77°F) 18 kVA 18 kVA 18 kVA 36 kVA

Continuous Power kW at 25°C (77°F) 14.4 kW 14.4 kW 14.4 kW 28.8 kW

Noise level 57 dB(A) at 7 m, 73 dB(A) at 1 m 57 dB(A) at 7 m, 73 dB(A) at 1 m 57 dB(A) at 7 m, 73 dB(A) at 1 m

Rpm range 2000 - 2600 rpm, adjustable 2000 - 2600 rpm, adjustable 2000 - 2600 rpm, adjustable

Engine WhisperPower Kubota V1505 WhisperPower Kubota V1505 WhisperPower Kubota V1505

mm / (in.) Dry weight (cabinet + PMG) 230 + PMG 20 kg  /  507.1 + PMG 44.1 lb.) 230 + PMG 30 kg  /  507.1 + PMG 66.1 lb.) 230 + PMG 20 kg  /  507.1 + PMG 44.1 lb.) each

Water inlet kit Syphon breaker kit Starter battery installation kit Universal fuel kit Waterlock exhaust kit Water/gas separator kit Box cooler kit AGM Battery

Model
Art. Nr. 

12.5 mm ( ½”)
40230201

 20 mm (¾”) 
40230211

25 mm (1”)
40230221

12.5 mm (½”) 
40230272

20 mm (¾”)
40230273

25 mm (1”)
40230274

< 100 Ah
40290106

> 100 Ah
40290108

Universal
Art. Nr. 40230205

40 mm (1 5/8”)
40230281

51 mm (2”)
40230282

63 mm (2 ½”)
40230225

40/40/40 (1 5/8”)
40230291

51/40/51 (2”)
40230292

63 mm (2 ½”)
40230224

Piccolo cooler
40201304

M-SQ cooler
40201894

12 V |  55 Ah
40290060

12 V | 80 Ah
40290061

 12 V | 100 Ah
40290031

12 V | 145 Ah
40290062

Piccolo GV 2 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo GV 3 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo GV 3 Plus ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 4 ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 5 ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 6 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 8 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 10 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 12 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 15 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 18 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
M-SQ Pro 15 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
M-SQ Pro 18 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
M-SQ 22.5 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
M-SQ Pro 25 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
M-SQ Pro 27 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
M-SQ Pro 32 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼

230 VAC  | 50 Hz 
 1 Phase

↓

120/240 VAC | 60 Hz
Split Phase

↓

230/400 VAC | 50 Hz
3 Phase
↓

120/208 VAC | 60 Hz
3 Phase
↓

230/400 VAC | 50 Hz
3 Phase | Twin Power  

↓

M-SQ Pro 15  |  230 VAC M-SQ Pro 15  |  230/400 VAC M-SQ Pro 15 + 15  |  230/400 VAC

Art. Nr. 41207005 - STV Art. Nr. 41207305 - STV 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 3-Phase | 50 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12 kW 12 kW 12 kW 23 kW

Continuous Power kVA at 25°C (77°F) 13.75 kVA 13.75 kVA 13.75 kVA 27.5 kVA

Continuous power kW at 25°C (77°F) 11 kW 11 kW 11 kW 22 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1500 rpm 1500 rpm

Engine WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder

mm / (in.) Dry weight 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. / each

M-SQ Pro 15  |  230 VAC M-SQ Pro 15  |  120/240 VAC M-SQ Pro 15  |  230/400 VAC M-SQ Pro 15  |  120/208 VAC M-SQ Pro 15 + 15  |  230/400 VAC

Art. Nr. 41207005 Art. Nr. 41207055 Art. Nr. 41207305 Art. Nr. 41207355 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12.5 kW 12.5 kW 12.5 kW 12.5 kW 12.5 kW 24 kW

Continuous Power kVA at 25°C (77°F) 15 kVA 15 kVA 15 kVA 15 kVA 15 kVA 30 kVA

Continuous power kW at 25°C (77°F) 12 kW 12 kW 12 kW 12 kW 12 kW 24 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm 1500 rpm

Engine WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder

mm / (in.) Dry weight (cabinet + PMG) 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. / each

M-SQ Pro 18  |  230 VAC M-SQ Pro 18  |  230/400 VAC M-SQ Pro 18 + 18  |  230/400 VAC

Art. Nr. 41208105 - STV Art. Nr. 41208305 - STV 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 3-Phase | 50 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 14.5 kW 14.5 kW 14.5 kW 29 kW

Continuous Power kVA at 25°C (77°F) 17.5 kVA 17.5 kVA 17.5 kVA 35 kVA

Continuous power kW at 25°C (77°F) 14 kW 14 kW 14 kW 28 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500rpm 1500 rpm 1500 rpm

Engine WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder

mm / (in.) Dry weight 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. / each

M-SQ Pro 18  |  230 VAC M-SQ Pro 18  |  120/240 VAC M-SQ Pro 18  |  230/400 VAC M-SQ Pro 18  |  120/208 VAC M-SQ Pro 18 + 18  |  230/400 VAC

Art. Nr. 41208105 Art. Nr. 41208155 Art. Nr. 41208305 Art. Nr. 41208355 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 16.5 kW 16.5 kW 16.5 kW 16.5 kW 16.5 kW 33 kW

Continuous Power kVA at 25°C (77°F) 20 kVA 20 kVA 20 kVA 20 kVA 20.0 kVA 40 kVA

Continuous power kW at 25°C (77°F) 16 kW 16 kW 16 kW 16 kW 16 kW 32 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm 1500 rpm

Engine
WhisperPower Kubota V2203 M BG - 4 
cylinder

WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder

mm / (in.) Dry weight 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. / each

M-SQ 22.5  |  230 VAC M-SQ 22.5  |  120/240 VAC M-SQ 22.5  |  230/400 VAC M-SQ 22.5  |  120/208 VAC

Art. Nr. 41101205 Art. Nr. 41101255 Art. Nr. 41131205 Art. Nr. 41131255

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz

Intermittent Power kW at 25°C (77°F) 22 kW 22 kW 22 kW 22 kW

Continuous Power kVA at 25°C (77°F) 22.5 kVA 22.5 kVA 22.5 kVA 22.5 kVA

Continuous power kW at 25°C (77°F) 20 kW 20 kW 20 kW 20 kW

Noise level 58 dB(A) 58 dB(A) 58 dB(A) 58 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm

Engine WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder

mm / (in.) Dry weight 580 kg  /  1278 lb. 580 kg  /  1278 lb. 580 kg  /  1278 lb. 580 kg  /  1278 lb.

M-SQ Pro 27  |  230 VAC M-SQ Pro 27 |  120/240 VAC M-SQ Pro 27  |  230/400 VAC M-SQ Pro 27  |  120/208 VAC M-SQ Pro 27 + 27  |  230/400 VAC

Art. Nr. 41202005 Art. Nr. 41202055 Art. Nr. 41201305 Art. Nr. 41201355 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 23 kW 23 kW 25 kW 25 kW 25 kW 50 kW

Continuous Power kVA at 25°C (77°F) 27 kVA 27 kVA 27 kVA 27 kVA 27 kVA 54 kVA

Continuous power kW at 25°C (77°F) 22 kW 22 kW 25 kW 25 kW 25 kW 50 kW

Noise level 56.7 dB(A) 56.7 dB(A) 58 dB(A) 58 dB(A) 58 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm 1500 rpm

Engine WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder

mm / (in.) Dry weight 660 kg  /  1455 lb. 660 kg  /  1455 lb. 660 kg  /  1455 lb. 660 kg  /  1455 lb. 660 kg  /  1455 lb. / each

M-SQ Pro 32  |  230/400 VAC  M-SQ Pro 32 -   120/208 VAC

Art. Nr. 41201405 Art. Nr. 41201455

Dimensions,  mm / (in.) Main specifi cations 3-Phase | 50 Hz 3-Phase | 60 Hz

Intermittent Power kW at 25°C (77°F) 27 kW 27 kW

Continuous Power kVA at 25°C (77°F) 32 kVA 32 kVA

Continuous power kW at 25°C (77°F) 27 kW 27 kW

Noise level 58 dB(A) 58 dB(A)

Rpm range 1500 rpm 1800 rpm

Engine WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder

mm / (in.) Dry weight 660 kg  /  1455 lb. 660 kg  /  1455 lb.

A-kit B-kit A-kit B-kit B-kit A-kit B-kit A-kit B-kit A-kit B-kit A-kit B-kit

Model
Art. Nr. 

Maintenance kit
40401170

Maintenance kit
40401171

Maintenance kit
40401770

Maintenance kit
40401771

Maintenance kit
40401772

Maintenance kit
40401863

Maintenance kit
40401864

Maintenance kit
42401463

Maintenance kit
42401462

Maintenance kit
42401362

Maintenance kit
42401363

Maintenance kit
40201660

Maintenance kit
40201661

Piccolo GV 2 ◼ ◼
Piccolo GV 3 ◼ ◼
Piccolo GV 3 Plus ◼ ◼
Piccolo 4 ◼ ◼
Piccolo 5 ◼ ◼
Piccolo 6 ◼ ◼
Piccolo 8 ◼ ◼
Piccolo 10 ◼ ◼
Piccolo 12 ◼ ◼
Piccolo 15 ◼ ◼
Piccolo 18 ◼ ◼
M-SQ Pro 15 ◼ ◼
M-SQ Pro 18 ◼ ◼
M-SQ 22.5 ◼ ◼
M-SQ Pro 25 ◼ ◼
M-SQ Pro 27 ◼ ◼
M-SQ Pro 32 ◼ ◼

WPL-15W40 General, Lubricant oil, 4 liters
Art. Nr. 40222244

WPL-Coolant G12, 4 liters
Art. Nr. 40222214

Model (Amount of containers needed) (Amount of containers needed)

Piccolo GV 2 ◼ ◼
Piccolo GV 3 ◼ ◼
Piccolo GV 3 Plus ◼ ◼ ◼ ◼
Piccolo 4 ◼
Piccolo 5 ◼
Piccolo 6 ◼ ◼
Piccolo 8 ◼ ◼
Piccolo 10 ◼ ◼
Piccolo 12 ◼ ◼
Piccolo 15 ◼ ◼ ◼ ◼
Piccolo 18 ◼ ◼ ◼ ◼
M-SQ Pro 15 ◼ ◼ ◼ ◼
M-SQ Pro 18 ◼ ◼ ◼ ◼ ◼
M-SQ 22.5 ◼ ◼ ◼ ◼ ◼
M-SQ Pro 25 ◼ ◼ ◼ ◼ ◼
M-SQ Pro 27 ◼ ◼ ◼ ◼ ◼
M-SQ Pro 32 ◼ ◼ ◼ ◼ ◼

Genverter control DDC Digital Diesel Control DeepSea Control (optional) WhisperTouch (optional)
Not with DSE Generators

Model
Art. Nr. 

Genverter control
Standard supply

DDC
40209102

2510 MKII
50208054

8003 MKII
50208053

5’’
40280105

7’’
40280101

10’’
40280102

Piccolo GV 2 ◼ ◼ ◼
Piccolo GV 3 ◼ ◼ ◼
Piccolo GV 3 Plus ◼ ◼ ◼ 
Piccolo 4 ◼ ◼ ◼ ◼
Piccolo 5 ◼ ◼ ◼ ◼
Piccolo 6 ◼ ◼ ◼
Piccolo 8 ◼ ◼ ◼
Piccolo 10 ◼ ◼ ◼
Piccolo 12 ◼ ◼ ◼
Piccolo 15 ◼ ◼ ◼
Piccolo 18 ◼ ◼ ◼
M-SQ Pro 15 ◼ � � ◼ ◼
M-SQ Pro 18 ◼ � � ◼ ◼
M-SQ 22.5 ◼ ◼ ◼
M-SQ Pro 25 ◼ � � ◼ ◼
M-SQ Pro 27 ◼ � � ◼ ◼
M-SQ Pro 32 � �

Piccolo 4/5

Piccolo 6 | Stage V

Piccolo 8 | Stage V

Piccolo 10 | Stage V

Piccolo 12 | Stage V

Piccolo 15 | Stage V

Piccolo 18 | Stage V

Piccolo Series
230/120 VAC | 50/60 Hz

Piccolo GV 2 | Stage V

Piccolo GV 3 | Stage V

Piccolo GV 3 Plus | Stage V

DC PowerCube 24 VDC

DC PowerCube 48 VDC

M-SQ Pro 15 | Stage V

M-SQ Series
230/400 - 120/208 VAC | 50/60 Hz 

M-SQ Pro 15

M-SQ Pro 18 | Stage V

M-SQ Pro 18

M-SQ 22.5

M-SQ Pro 27

M-SQ Pro 32

Installation Kits

Service & Maintenance Parts

Remote Controls Service & Maintenance

In-line non 
return Valve

Water inlet

Syphon breaker kit 
12.5 mm (½”)

Art. Nr. 40230272

Water/gas separator 
40/40/40

Art. Nr. 40230087

AC output

PMG
inverter

Outside tap

Water surface

Waterlock 40/40
Art. Nr. 40230083

Sea 
strainer





11
0

 c
m

10 cm

Appliances

Piccolo system example
230/120 VAC

Universal fuel kit
Art. Nr. 40230205

Handy 
12 VDC | 7 A

Art. Nr. 61112007

Starter battery
AGM Power 

12 VDC | 55 Ah 
Art. Nr. 40290060

Piccolo 5
4.4 kVA

Art. Nr. 49003005

Piccolo system example
24/48 VDC

24 V / 48 V Lithium 
Power Plus battery

Global Plug: Shore connection
max 16 A - 230 VAC, 32 A - 117 VAC

50 or 60 Hz

Fast ch
arg

in
g

B
attery to

 in
verter

Whisper Connect

Continuous AC Power 
230 VAC - 50 Hz

 or 120 VAC - 60 Hz

DC Distribution
4, 7 or 14 kVA

Touch screen for complete system 
monitoring and control

1, 2 or 3 cylinder Genverter©

to power connection

Ask for our General Product Catalogue to learn more 
about the various power electronics, storage power and 
other electrical products we manufacture and supply.

AC PowerCube 
24 VDC | 7000 VA
Art. Nr. 60203004

DC PowerCube 
24 VDC | 150 A

Art. Nr. 60202002

M-SQ Pro 32
230/400 VAC - 50 Hz - 32 kVA

Art. Nr. 41201405

M-SQ Pro 32 
230/400 VAC - 50 Hz - 32 kVA

Art. Nr. 41201405

Appliances

M-SQ system example
Parallel option 

M-SQ Pro
Parallel Output

Remote control panel 
DSE 8003 7”

Art. Nr. 50208053

Spare parts

whisperpower.comWhisperPower - Silenced Generators - Marine
E n j o y  G r e e n  E n e r g y

A kit
The A kit contains all parts which are needed for a regular 
maintenance. Oil and Coolant has to be ordered separately.

B-Kit
Contains all essential spare parts to do the fi rst fault fi nd 
and small repairs on board. The kit contains the spare parts 
such as seawater pump parts, gaskets, safety switches, 
glow plugs if applicable, Injector nozzle etc. The B-kit is 
recommended to have on board for overseas journeys.

For complete content overview of our spare part kits: 
www.whisperpower.com

WhisperTouch 5”
Art. Nr. 40280105

� = only for generators equipped with DSE controls

The information on this poster is for general information purposes only.
While we endeavour to keep the information up to date and correct,
we cannot be held responsible for alterations of specifi cations of 
products over time.

PMG Frame 1 PMG Frame 2 PMG Frame 3 

Model
Art. Nr. 

6 kW | 230 VAC
60201405  -  (7.6 kg/ 16.8 lb.)

3.5 kW | 120 VAC
60201415  -  (7.6 kg/ 16.8 lb.)

10 kW | 230 VAC
60201409  -  (9.9kg/ 21.8 lb.)

6 kW | 120 VAC
60201419  -  (9.9 kg/ 21.8 lb.)

15 kW | 230 VAC
60201449  -  (20 kg/ 44.1 lb.)

12-15 kW | 120/240 VAC | Split-Phase 
60201411  -  (30 kg/ 66.1 lb.)

Piccolo 4 - 120 VAC ◼

Piccolo 5 - 230 VAC ◼

Piccolo 6 - 230 VAC ◼

Piccolo 6 - 120 VAC ◼

Piccolo 8 - 230 VAC ◼

Piccolo 8 - 120 VAC ◼

Piccolo 10 - 230 VAC ◼

Piccolo 10 - 120/240 VAC ◼

Piccolo 12 - 230 VAC ◼

Piccolo 12 - 120/240 VAC ◼

Piccolo 15 - 230 VAC ◼

Piccolo 15 - 120/240 VAC ◼

Piccolo 18 - 230 VAC ◼

Piccolo 18 - 120/240 VAC ◼

mm / (in.)

Power Module Genverters

Piccolo GV Series
24/48 VDC

N
EW

W
HISPERPOWER PRODU

C
T

N
EW

W
HISPERPOWERPRODU

C
T

Silencer/waterlock Water-Gas Separator Marine fuel hose for diesel Exhaust Hose Transparant Coolant Hose

Model
Art. Nr. 

40/40
40230083

51/51
40230084

40/40/40
40230087

51/40/51
40230088

8 X 16 mm (drum 20 m)
50220063

15⁄8” | 40 mm Ø
50220033

2” | 51 mm Ø
50220035

21⁄2” | 63 mm Ø
50220036

13x19 mm | drum 20 m
50220033

13x19 mm | drum 20 m
5022003

13x19 mm | drum 20 m
5022003

Rubber fl exible coolant hose Battery Cable Red/Black

Model
Art. Nr. 

13x19 mm | drum 20 m
40230087

13x19 mm | drum 20 m
40230087

13x19 mm | drum 20 m
40230087

13x19 mm | drum 20 m
40230087

Red | 16 mm2 drum 50 m
50213070

Black | 16 mm2 drum 50 m
50213071

Red | 25 mm2 drum 25 m
50213075

Black | 25 mm2 drum 25 m
50213076

Red | 35 mm2 drum 25 m
50213085

Black | 35 mm2 drum 25 m
50213086

Installation Parts

mm / (in.)mm / (in.)

Add the Autotransformer to 
120/240 Split Phase applications 

213 / (8.4)

4
3

2
 /

 (1
7)

Twin system example
1+1=3

more benefi ts than just two Generators 

WhisperConnect CAN

Genverter Twin
power output    

230 VAC 50 Hz 
single phase

DDC 
Control 

Box

230 VAC / 50 Hz / 1 phase

High speed serial 
communication 

cable  
max 3 meter

Integrated Control
GEN 1 and Gen 2

Local Generator 1 
Control  

Starter battery
AGM Power 

12 VDC | 80 Ah 
Art. Nr. 40290061

Piccolo 8
6.4 kW

Art. Nr. 49005005

Starter battery
AGM Power 

12 VDC | 80 Ah 
Art. Nr. 40290061

PMG
inverter

PMG
inverter

Piccolo 8
6.4 kW

Art. Nr. 49005005

RS485 RS485

WhisperConnect CAN

DDC 
Control 

Box

Local Generator 1 
Control  

128 /(5)
mm/ (in.)

213 / (8.4)

4
3

2
 /

 (1
7)

128 /(5)
mm/ (in.)

213 / (8.4)

4
3

2
 /

 (1
7)

128 /(5)
mm/ (in.)

Add the Autotransformer to 
120/240 Split Phase applications 

Add the Autotransformer to 
120/240 Split Phase applications 

For integration to MFD see whisperpower.com 

24/48 VDC
↓

Piccolo GV 2

Art. Nr. 49001105 - Genverter

Art. Nr. 49001106 - Ungrounded

Art. Nr. 49001130 - Keel cooling

Dimensions,  mm / (in.) Main specifi cations

4.3 kW Continuous Power at 25°C (77°F) 4.3 kW

Number of DC PowerCubes 1

Nominal voltage 24/48 VDC

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 1500 - 3000 rpm, adjustable

Engine WhisperPower Kubota Z482

mm / (in.)
Dry weight 
(cabinet + DC PowerCube)

154 + (1 PowerCube) 26 kg
339.5 + (1 PowerCube) 57.3 lb.

Piccolo GV 3

Art. Nr. 49001305  - Genverter

Art. Nr. 49001306 - Ungrounded

Art. Nr. 49001330 - Keel Cooling

Dimensions,  mm / (in.) Main specifi cations

8.6 kW Continuous Power at 25°C (77°F) 8.6 kW

Number of DC PowerCubes 2

Nominal voltage 24/48 VDC

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 1500 - 2500 rpm, adjustable

Engine WhisperPower Kubota D722

mm / (in.)
Dry weight 
(cabinet + DC PowerCube)

175 + (2 PowerCubes) 26 kg / each
385.8 + (2 PowerCubes) 57.3 lb. / each

Piccolo GV 3 Plus

Art. Nr. 49001505 - Genverter

Art. Nr. 49001506 - Ungrounded

Art. Nr. 49001530 - Keel cooling

Dimensions,  mm / (in.) Main specifi cations

12 kW Continuous Power at 25°C (77°F) 12 kW

Number of DC PowerCubes 3

Nominal voltage 24/48 VDC

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 1500 - 2500 rpm, adjustable

Engine WhisperPower Kubota D1105

mm / (in.)
Dry weight
(cabinet + DC PowerCube)

210 + (3 PowerCubes) 26 kg / each
463 + (3 PowerCubes) 57.3 lb. / each

DC PowerCube 24 VDC

Art. Nr. 60202002

Dimensions,  mm / (in.) Main specifi cations

Nominal battery voltage 24 VDC

Output current 0 - 150 A (short circuit protected)

Output voltage 26.5 / 28.5 VDC

Recommended battery capacity: 300 to 1500 Ah

Charge characteristic 3+ step charge characteristic

Grid input current Adjustable, from 2 A to 16 A

PM input current Adjustable, from 2 A to 14.5 A

Input range 90 - 265 VAC

Suitable for battery types AGM, GEL and fl ooded Lithium

mm / (in.) Weight 26 kg  /  57.3 lb

DC PowerCube 48 VDC

Art. Nr. 60202003

Dimensions,  mm / (in.) Main specifi cations

Nominal battery voltage 48 VDC

Output current 0 - 100 A (short circuit protected)

Output voltage 43.0 / 57.0 VDC

Recommended battery capacity: 200 to 1000 Ah

Charge characteristic 3+ step charge characteristic

Grid input current Adjustable, from 2 A to 16 A

PM input current Adjustable, from 2 A to 14.5 A

Input range 90 - 265 VAC

Suitable for battery types AGM, GEL and fl ooded Lithium

mm / (in.) Weight 26 kg  /  57.3 lb

230 VAC | 50 Hz
Adjustable speed 

↓

120 VAC | 60 Hz
Adjustable speed 

↓

120/240 VAC | 60 Hz
Split Phase

↓

230 VAC | 50 Hz
Twin Power 

↓

Piccolo 5 | 230 VAC | 50 Hz Piccolo 4 | 120 VAC | 60 Hz

Art. Nr. 49003005 - Adjustable Art. Nr. 49002055 - Adjustable Art. Nr. 61224032 - Autotransformer

Art. Nr. 49003006 - Ungrounded Art. Nr. 49002056 - Ungrounded

Art. Nr. 49013005 - Variable speed Art. Nr. 49012055 - Variable speed

Art. Nr. 49013006 - Variable speed / Ungrounded Art. Nr. 49012056 - Variable speed / Ungrounded

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 32 A

Intermittent Power kW at 25°C (77°F) 3.5 kW 3.5 kW

Continuous Power kVA at 25°C (77°F) 4.4 kVA 3.5 kVA

Continuous Power kW at 25°C (77°F) 3 kW 3 kW

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 2800 - 3600 rpm, adjustable or automatic 2800 - 3600 rpm, adjustable

Engine WP1 WP1

mm / (in.) Dry weight (cabinet + PMG) 68 + PMG 7.6 kg  /  (150 + PMG 16.8 lb.) 68 + PMG 7.6 kg  /  (150 + PMG 16.8 lb.)

Piccolo 6 | 230 VAC | 50 Hz Piccolo 6 | 120 VAC | 60 Hz

Art. Nr. 49004005 - Adjustable Art. Nr. 49004055 - Adjustable Art. Nr. 61224100 - Autotransformer

Art. Nr. 49004006 - Ungrounded Art. Nr. 49004056 - Ungrounded

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 100 A

Intermittent Power kW at 25°C (77°F) 6 kW 6 kW

Continuous Power kVA at 25°C (77°F) 6 kVA 6 kVA

Continuous Power kW at 25°C (77°F) 5.5 kW 5.5 kW

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 2400 - 3000 rpm, adjustable 2400 - 3000 rpm, adjustable

Engine WhisperPower Kubota Z482-C WhisperPower Kubota Z482-C

mm / (in.) Dry weight (cabinet + PMG) 145 + PMG 7.6 kg  /  319.7 + PMG 16.8 lb.) 145 + PMG 9.9 kg  /  319.7 + PMG 21.8 lb.)

Piccolo 8 | 230 VAC | 50 Hz Piccolo 8 | 120 VAC | 60 Hz Piccolo Twin Twin T 8+8 | 230 VAC | 50 Hz

Art. Nr. 49005005 - Adjustable Art. Nr. 49005055 - Adjustable Art. Nr. 61224100 - Autotransformer Art. Nr. 49005080

Art. Nr. 49005006 - Ungrounded 1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 100 A Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 6.4 kW 6 kW 6.4 kW 12.8 kW

Continuous Power kVA at 25°C (77°F) 8 kVA 6 kVA 8 kVA 16 kVA

Continuous Power kW at 25°C (77°F) 6 kW 6 kW 6 kW 12 kW

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable

Engine WhisperPower Kubota Z482 WhisperPower Kubota Z482 WhisperPower Kubota Z482

mm / (in.) Dry weight (cabinet + PMG) 154 + PMG 9.9 kg  /  339.5 + PMG 21.8 lb.) 154 + PMG 9.9 kg  /  339.5 + PMG 21.8 lb.) 154 + PMG 9.9 kg  /  339.5 + PMG 21.8 lb.) each

Piccolo 10 | 230 VAC | 50 Hz Piccolo 10 |  120/240 VAC | 60 Hz Piccolo Twin Twin T  10+10 | 230 VAC | 50 Hz

Art. Nr. 49009005 - Adjustable Art. Nr. 49009055 - Adjustable Art. Nr. 49009080

Art. Nr. 49009006 - Ungrounded 1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 8.5 kW 8.5 kW 8.5 kW 17 kW

Continuous Power kVA at 25°C (77°F) 10 kVA 10 kVA 10 kVA 20 kVA

Continuous Power kW at 25°C (77°F) 8 kW 8 kW 8 kW 16 kW

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable

Engine WhisperPower Kubota D722 WhisperPower Kubota D722 WhisperPower Kubota D722

mm / (in.) Dry weight (cabinet + PMG) 175 + PMG 9.9 kg  /  385.8 + PMG 21.8 lb.) 175 + PMG 30 kg  /  385.8 + PMG 66.1 lb.) 175 + PMG 9.9 kg  /  385.8 + PMG 21.8 lb.) each

Piccolo 12 | 230 VAC | 50 Hz Piccolo 12 |  120/240 VAC | 60 Hz Piccolo Twin Twin T  12+12 | 230 VAC | 50 Hz

Art. Nr. 49006005 - Adjustable Art. Nr. 49006155 - Adjustable Art. Nr. 49006080

Art. Nr. 49006006 - Ungrounded Art. Nr. 49006156 - Ungrounded

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 9.6 kW 10 kW 9.6 kVA 19.2 kW

Continuous Power kVA at 25°C (77°F) 10 kVA 12 kVA 10 kVA 20 kVA

Continuous Power kW at 25°C (77°F) 9 kW 9.6 kW 9 kW 18 kW

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 2400 - 3600 rpm, adjustable 2400 - 3600 rpm, adjustable 2400 - 3600 rpm, adjustable

Engine WhisperPower Kubota D722 WhisperPower Kubota D722 WhisperPower Kubota D722

mm / (in.) Dry weight (cabinet + PMG)
175 + PMG 9.9 or 20 kg
(385.8 + PMG 21.8 or 44.1 lb.)

175 + PMG 30 kg  /  385.8 + PMG 66.1 lb.)
175 + PMG 9.9 or 20 kg
(385.8 + PMG 21.8 or 44.1 lb.)

Piccolo 15 | 230 VAC | 50 Hz Piccolo 15 |  120/240 VAC | 60 Hz Piccolo Twin Twin T  15+15 | 230 VAC | 50 Hz

Art. Nr. 49007005 - Adjustable Art. Nr. 49007055 - Adjustable Art. Nr. 49007080

Art. Nr. 49007006 - Ungrounded Art. Nr. 49007056 - Ungrounded 1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12.5 kW 12.5 kW 12.5 kW 25 kW

Continuous Power kVA at 25°C (77°F) 15 kVA 15 kVA 15 kVA 30 kVA

Continuous Power kW at 25°C (77°F) 12 kW 12 kW 12 kW 24 kW

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 2200 - 3200 rpm, adjustable 2200 - 3200 rpm, adjustable 2200 - 3200 rpm, adjustable

Engine WhisperPower Kubota D1105 WhisperPower Kubota D1105 WhisperPower Kubota D1105

mm / (in.) Dry weight (cabinet + PMG) 210 + PMG 20 kg  /  463 + PMG 44.1 lb.) 210 + PMG 30 kg  /  463 + PMG 66.1 lb.) 210 + PMG 20 kg  /  463 + PMG 44.1 lb.) each

Piccolo 18 | 230 VAC | 50 Hz Piccolo 18 |  120/240 VAC | 60 Hz Piccolo Twin  Twin  T 18+18 | 230 VAC | 50 Hz

Art. Nr. 49008005 - Adjustable Art. Nr. 49008055 - Adjustable Art. Nr. 49008080

Art. Nr. 49008006 - Ungrounded Art. Nr. 49008056 - Ungrounded 1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 15 kW 15 kW 15 kW 30 kW

Continuous Power kVA at 25°C (77°F) 18 kVA 18 kVA 18 kVA 36 kVA

Continuous Power kW at 25°C (77°F) 14.4 kW 14.4 kW 14.4 kW 28.8 kW

Noise level 57 dB(A) at 7 m, 73 dB(A) at 1 m 57 dB(A) at 7 m, 73 dB(A) at 1 m 57 dB(A) at 7 m, 73 dB(A) at 1 m

Rpm range 2000 - 2600 rpm, adjustable 2000 - 2600 rpm, adjustable 2000 - 2600 rpm, adjustable

Engine WhisperPower Kubota V1505 WhisperPower Kubota V1505 WhisperPower Kubota V1505

mm / (in.) Dry weight (cabinet + PMG) 230 + PMG 20 kg  /  507.1 + PMG 44.1 lb.) 230 + PMG 30 kg  /  507.1 + PMG 66.1 lb.) 230 + PMG 20 kg  /  507.1 + PMG 44.1 lb.) each

Water inlet kit Syphon breaker kit Starter battery installation kit Universal fuel kit Waterlock exhaust kit Water/gas separator kit Box cooler kit AGM Battery

Model
Art. Nr. 

12.5 mm ( ½”)
40230201

 20 mm (¾”) 
40230211

25 mm (1”)
40230221

12.5 mm (½”) 
40230272

20 mm (¾”)
40230273

25 mm (1”)
40230274

< 100 Ah
40290106

> 100 Ah
40290108

Universal
Art. Nr. 40230205

40 mm (1 5/8”)
40230281

51 mm (2”)
40230282

63 mm (2 ½”)
40230225

40/40/40 (1 5/8”)
40230291

51/40/51 (2”)
40230292

63 mm (2 ½”)
40230224

Piccolo cooler
40201304

M-SQ cooler
40201894

12 V |  55 Ah
40290060

12 V | 80 Ah
40290061

 12 V | 100 Ah
40290031

12 V | 145 Ah
40290062

Piccolo GV 2 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo GV 3 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo GV 3 Plus ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 4 ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 5 ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 6 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 8 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 10 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 12 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 15 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
Piccolo 18 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
M-SQ Pro 15 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
M-SQ Pro 18 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
M-SQ 22.5 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
M-SQ Pro 25 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
M-SQ Pro 27 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼
M-SQ Pro 32 ◼ ◼ ◼ ◼ ◼ ◼ ◼ ◼

230 VAC  | 50 Hz 
 1 Phase

↓

120/240 VAC | 60 Hz
Split Phase

↓

230/400 VAC | 50 Hz
3 Phase
↓

120/208 VAC | 60 Hz
3 Phase
↓

230/400 VAC | 50 Hz
3 Phase | Twin Power  

↓

M-SQ Pro 15  |  230 VAC M-SQ Pro 15  |  230/400 VAC M-SQ Pro 15 + 15  |  230/400 VAC

Art. Nr. 41207005 - STV Art. Nr. 41207305 - STV 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 3-Phase | 50 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12 kW 12 kW 12 kW 23 kW

Continuous Power kVA at 25°C (77°F) 13.75 kVA 13.75 kVA 13.75 kVA 27.5 kVA

Continuous power kW at 25°C (77°F) 11 kW 11 kW 11 kW 22 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1500 rpm 1500 rpm

Engine WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder

mm / (in.) Dry weight 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. / each

M-SQ Pro 15  |  230 VAC M-SQ Pro 15  |  120/240 VAC M-SQ Pro 15  |  230/400 VAC M-SQ Pro 15  |  120/208 VAC M-SQ Pro 15 + 15  |  230/400 VAC

Art. Nr. 41207005 Art. Nr. 41207055 Art. Nr. 41207305 Art. Nr. 41207355 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12.5 kW 12.5 kW 12.5 kW 12.5 kW 12.5 kW 24 kW

Continuous Power kVA at 25°C (77°F) 15 kVA 15 kVA 15 kVA 15 kVA 15 kVA 30 kVA

Continuous power kW at 25°C (77°F) 12 kW 12 kW 12 kW 12 kW 12 kW 24 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm 1500 rpm

Engine WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder

mm / (in.) Dry weight (cabinet + PMG) 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. / each

M-SQ Pro 18  |  230 VAC M-SQ Pro 18  |  230/400 VAC M-SQ Pro 18 + 18  |  230/400 VAC

Art. Nr. 41208105 - STV Art. Nr. 41208305 - STV 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 3-Phase | 50 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 14.5 kW 14.5 kW 14.5 kW 29 kW

Continuous Power kVA at 25°C (77°F) 17.5 kVA 17.5 kVA 17.5 kVA 35 kVA

Continuous power kW at 25°C (77°F) 14 kW 14 kW 14 kW 28 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500rpm 1500 rpm 1500 rpm

Engine WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder

mm / (in.) Dry weight 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. / each

M-SQ Pro 18  |  230 VAC M-SQ Pro 18  |  120/240 VAC M-SQ Pro 18  |  230/400 VAC M-SQ Pro 18  |  120/208 VAC M-SQ Pro 18 + 18  |  230/400 VAC

Art. Nr. 41208105 Art. Nr. 41208155 Art. Nr. 41208305 Art. Nr. 41208355 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 16.5 kW 16.5 kW 16.5 kW 16.5 kW 16.5 kW 33 kW

Continuous Power kVA at 25°C (77°F) 20 kVA 20 kVA 20 kVA 20 kVA 20.0 kVA 40 kVA

Continuous power kW at 25°C (77°F) 16 kW 16 kW 16 kW 16 kW 16 kW 32 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm 1500 rpm

Engine
WhisperPower Kubota V2203 M BG - 4 
cylindercylinder

WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder

mm / (in.) Dry weight 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. / each

M-SQ 22.5  |  230 VAC M-SQ 22.5  |  120/240 VAC M-SQ 22.5  |  230/400 VAC M-SQ 22.5  |  120/208 VAC

Art. Nr. 41101205 Art. Nr. 41101255 Art. Nr. 41131205 Art. Nr. 41131255

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz

Intermittent Power kW at 25°C (77°F) 22 kW 22 kW 22 kW 22 kW

Continuous Power kVA at 25°C (77°F) 22.5 kVA 22.5 kVA 22.5 kVA 22.5 kVA

Continuous power kW at 25°C (77°F) 20 kW 20 kW 20 kW 20 kW

Noise level 58 dB(A) 58 dB(A) 58 dB(A) 58 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm

Engine WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder

mm / (in.) Dry weight 580 kg  /  1278 lb. 580 kg  /  1278 lb. 580 kg  /  1278 lb. 580 kg  /  1278 lb.

M-SQ Pro 27  |  230 VAC M-SQ Pro 27 |  120/240 VAC M-SQ Pro 27  |  230/400 VAC M-SQ Pro 27  |  120/208 VAC M-SQ Pro 27 + 27  |  230/400 VAC

Art. Nr. 41202005 Art. Nr. 41202055 Art. Nr. 41201305 Art. Nr. 41201355 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 23 kW 23 kW 25 kW 25 kW 25 kW 50 kW

Continuous Power kVA at 25°C (77°F) 27 kVA 27 kVA 27 kVA 27 kVA 27 kVA 54 kVA

Continuous power kW at 25°C (77°F) 22 kW 22 kW 25 kW 25 kW 25 kW 50 kW

Noise level 56.7 dB(A) 56.7 dB(A) 58 dB(A) 58 dB(A) 58 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm 1500 rpm

Engine WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder

mm / (in.) Dry weight 660 kg  /  1455 lb. 660 kg  /  1455 lb. 660 kg  /  1455 lb. 660 kg  /  1455 lb. 660 kg  /  1455 lb. / each

M-SQ Pro 32  |  230/400 VAC  M-SQ Pro 32 -   120/208 VAC

Art. Nr. 41201405 Art. Nr. 41201455

Dimensions,  mm / (in.) Main specifi cations 3-Phase | 50 Hz 3-Phase | 60 Hz

Intermittent Power kW at 25°C (77°F) 27 kW 27 kW

Continuous Power kVA at 25°C (77°F) 32 kVA 32 kVA

Continuous power kW at 25°C (77°F) 27 kW 27 kW

Noise level 58 dB(A) 58 dB(A)

Rpm range 1500 rpm 1800 rpm

Engine WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder

mm / (in.) Dry weight 660 kg  /  1455 lb. 660 kg  /  1455 lb.

A-kit B-kit A-kit B-kit B-kit A-kit B-kit A-kit B-kit A-kit B-kit A-kit B-kit

Model
Art. Nr. 

Maintenance kit
40401170

Maintenance kit
40401171

Maintenance kit
40401770

Maintenance kit
40401771

Maintenance kit
40401772

Maintenance kit
40401863

Maintenance kit
40401864

Maintenance kit
42401463

Maintenance kit
42401462

Maintenance kit
42401362

Maintenance kit
42401363

Maintenance kit
40201660

Maintenance kit
40201661

Piccolo GV 2 ◼ ◼
Piccolo GV 3 ◼ ◼
Piccolo GV 3 Plus ◼ ◼
Piccolo 4 ◼ ◼
Piccolo 5 ◼ ◼
Piccolo 6 ◼ ◼
Piccolo 8 ◼ ◼
Piccolo 10 ◼ ◼
Piccolo 12 ◼ ◼
Piccolo 15 ◼ ◼
Piccolo 18 ◼ ◼
M-SQ Pro 15 ◼ ◼
M-SQ Pro 18 ◼ ◼
M-SQ 22.5 ◼ ◼
M-SQ Pro 25 ◼ ◼
M-SQ Pro 27 ◼ ◼
M-SQ Pro 32 ◼ ◼

WPL-15W40 General, Lubricant oil, 4 liters
Art. Nr. 40222244

WPL-Coolant G12, 4 liters
Art. Nr. 40222214

Model (Amount of containers needed) (Amount of containers needed)

Piccolo GV 2 ◼ ◼
Piccolo GV 3 ◼ ◼
Piccolo GV 3 Plus ◼ ◼ ◼ ◼
Piccolo 4 ◼
Piccolo 5 ◼
Piccolo 6 ◼ ◼
Piccolo 8 ◼ ◼
Piccolo 10 ◼ ◼
Piccolo 12 ◼ ◼
Piccolo 15 ◼ ◼ ◼ ◼
Piccolo 18 ◼ ◼ ◼ ◼
M-SQ Pro 15 ◼ ◼ ◼ ◼
M-SQ Pro 18 ◼ ◼ ◼ ◼ ◼
M-SQ 22.5 ◼ ◼ ◼ ◼ ◼
M-SQ Pro 25 ◼ ◼ ◼ ◼ ◼
M-SQ Pro 27 ◼ ◼ ◼ ◼ ◼
M-SQ Pro 32 ◼ ◼ ◼ ◼ ◼

Genverter control DDC Digital Diesel Control DeepSea Control (optional) WhisperTouch (optional)
Not with DSE Generators

Model
Art. Nr. 

Genverter control
Standard supply

DDC
40209102

2510 MKII
50208054

8003 MKII
50208053

5’’
40280105

7’’
40280101

10’’
40280102

Piccolo GV 2 ◼ ◼ ◼
Piccolo GV 3 ◼ ◼ ◼
Piccolo GV 3 Plus ◼ ◼ ◼ 
Piccolo 4 ◼ ◼ ◼ ◼
Piccolo 5 ◼ ◼ ◼ ◼
Piccolo 6 ◼ ◼ ◼
Piccolo 8 ◼ ◼ ◼
Piccolo 10 ◼ ◼ ◼
Piccolo 12 ◼ ◼ ◼
Piccolo 15 ◼ ◼ ◼
Piccolo 18 ◼ ◼ ◼
M-SQ Pro 15 ◼ � � ◼ ◼
M-SQ Pro 18 ◼ � � ◼ ◼
M-SQ 22.5 ◼ ◼ ◼
M-SQ Pro 25 ◼ � � ◼ ◼
M-SQ Pro 27 ◼ � � ◼ ◼
M-SQ Pro 32 � �

Piccolo 4/5

Piccolo 6 | Stage V

Piccolo 8 | Stage V

Piccolo 10 | Stage V

Piccolo 12 | Stage V

Piccolo 15 | Stage V

Piccolo 18 | Stage V

Piccolo Series
230/120 VAC | 50/60 Hz

Piccolo GV 2 | Stage V

Piccolo GV 3 | Stage V

Piccolo GV 3 Plus | Stage V

DC PowerCube 24 VDC

DC PowerCube 48 VDC

M-SQ Pro 15 | Stage V

M-SQ Series
230/400 - 120/208 VAC | 50/60 Hz 

M-SQ Pro 15

M-SQ Pro 18 | Stage V

M-SQ Pro 18

M-SQ 22.5

M-SQ Pro 27

M-SQ Pro 32

Installation Kits

Service & Maintenance Parts

Remote Controls Service & Maintenance

In-line non 
return Valve

Water inlet

Syphon breaker kit 
12.5 mm (½”)

Art. Nr. 40230272

Water/gas separator 
40/40/40

Art. Nr. 40230087

AC output

PMG
inverter

Outside tapOutside tapOutside tap

Water surface

Waterlock 40/40
Art. Nr. 40230083

Sea 
strainer





11
0

 c
m





10 cm10 cm

Appliances

Piccolo system example
230/120 VAC

Universal fuel kit
Art. Nr. 40230205

Handy 
12 VDC | 7 A

Art. Nr. 61112007Art. Nr. 61112007

Starter battery
AGM Power 

12 VDC | 55 Ah 
Art. Nr. 40290060

Piccolo 5
4.4 kVA

Art. Nr. 49003005

Piccolo system example
24/48 VDC

24 V / 48 V Lithium 
Power Plus battery

Global Plug: Shore connection
max 16 A - 230 VAC, 32 A - 117 VAC

50 or 60 Hz

Fast ch
arg

in
g

B
attery to

 in
verter

Whisper Connect

Continuous AC Power 
230 VAC - 50 Hz

 or 120 VAC - 60 Hz

DC Distribution
4, 7 or 14 kVA

Touch screen for complete system 
monitoring and control

1, 2 or 3 cylinder Genverter©

to power connection

Ask for our General Product Catalogue to learn more 
about the various power electronics, storage power and 
other electrical products we manufacture and supply.

AC PowerCube 
24 VDC | 7000 VA
Art. Nr. 60203004

DC PowerCube 
24 VDC | 150 A

Art. Nr. 60202002

M-SQ Pro 32
230/400 VAC - 50 Hz - 32 kVA

Art. Nr. 41201405

M-SQ Pro 32 
230/400 VAC - 50 Hz - 32 kVA

Art. Nr. 41201405

Appliances

M-SQ system example
Parallel option 

M-SQ Pro
Parallel Output

Remote control panel 
DSE 8003 7”

Art. Nr. 50208053

Spare parts

whisperpower.comWhisperPower - Silenced Generators - Marine

A kit
The A kit contains all parts which are needed for a regular 
maintenance. Oil and Coolant has to be ordered separately.

B-Kit
Contains all essential spare parts to do the fi rst fault fi nd 
and small repairs on board. The kit contains the spare parts 
such as seawater pump parts, gaskets, safety switches, 
glow plugs if applicable, Injector nozzle etc. The B-kit is 
recommended to have on board for overseas journeys.

For complete content overview of our spare part kits: 
www.whisperpower.com

WhisperTouch 5”
Art. Nr. 40280105

� = only for generators equipped with DSE controls

The information on this poster is for general information purposes only.
While we endeavour to keep the information up to date and correct,
we cannot be held responsible for alterations of specifi cations of 
products over time.

PMG Frame 1 PMG Frame 2 PMG Frame 3 

Model
Art. Nr. 

6 kW | 230 VAC
60201405  -  (7.6 kg/ 16.8 lb.)

3.5 kW | 120 VAC
60201415  -  (7.6 kg/ 16.8 lb.)

10 kW | 230 VAC
60201409  -  (9.9kg/ 21.8 lb.)

6 kW | 120 VAC
60201419  -  (9.9 kg/ 21.8 lb.)

15 kW | 230 VAC
60201449  -  (20 kg/ 44.1 lb.)

12-15 kW | 120/240 VAC | Split-Phase 
60201411  -  (30 kg/ 66.1 lb.)

Piccolo 4 - 120 VAC ◼

Piccolo 5 - 230 VAC ◼

Piccolo 6 - 230 VAC ◼

Piccolo 6 - 120 VAC ◼

Piccolo 8 - 230 VAC ◼

Piccolo 8 - 120 VAC ◼

Piccolo 10 - 230 VAC ◼

Piccolo 10 - 120/240 VAC ◼

Piccolo 12 - 230 VAC ◼

Piccolo 12 - 120/240 VAC ◼

Piccolo 15 - 230 VAC ◼

Piccolo 15 - 120/240 VAC ◼

Piccolo 18 - 230 VAC ◼

Piccolo 18 - 120/240 VAC ◼

mm / (in.)

Power Module Genverters

Piccolo GV Series
24/48 VDC
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Silencer/waterlock Water-Gas Separator Marine fuel hose for diesel Exhaust Hose Transparant Coolant Hose

Model
Art. Nr. 

40/40
40230083

51/51
40230084

40/40/40
40230087

51/40/51
40230088

8 X 16 mm (drum 20 m)
50220063

15⁄8” | 40 mm Ø
50220033

2” | 51 mm Ø
50220035

21⁄2” | 63 mm Ø
50220036

13x19 mm | drum 20 m
50220033

13x19 mm | drum 20 m
5022003

13x19 mm | drum 20 m
5022003

Rubber fl exible coolant hose Battery Cable Red/Black

Model
Art. Nr. 

13x19 mm | drum 20 m
40230087

13x19 mm | drum 20 m
40230087

13x19 mm | drum 20 m
40230087

13x19 mm | drum 20 m
40230087

Red | 16 mm2 drum 50 m
50213070

Black | 16 mm2 drum 50 m
50213071

Red | 25 mm2 drum 25 m
50213075

Black | 25 mm2 drum 25 m
50213076

Red | 35 mm2 drum 25 m
50213085

Black | 35 mm2 drum 25 m
50213086

Installation Parts

mm / (in.)mm / (in.)

Add the Autotransformer to 
120/240 Split Phase applications 

213 / (8.4)

4
3

2
 /

 (1
7)

Twin system example
1+1=3

more benefi ts than just two Generators 

WhisperConnect CAN

Genverter Twin
power output    

230 VAC 50 Hz 
single phase

DDC 
Control 

Box

230 VAC / 50 Hz / 1 phase

High speed serial 
communication 

cable  
max 3 meter

Integrated Control
GEN 1 and Gen 2

Local Generator 1 
Control  

Starter battery
AGM Power 

12 VDC | 80 Ah 
Art. Nr. 40290061

Piccolo 8
6.4 kW

Art. Nr. 49005005

Starter battery
AGM Power 

12 VDC | 80 Ah 
Art. Nr. 40290061

PMG
inverter

PMG
inverter

Piccolo 8
6.4 kW

Art. Nr. 49005005

RS485 RS485

WhisperConnect CAN

DDC 
Control 

Box

Local Generator 1 
Control  

128 /(5)
mm/ (in.)

213 / (8.4)

4
3

2
 /

 (1
7)

128 /(5)
mm/ (in.)

213 / (8.4)

4
3

2
 /

 (1
7)

128 /(5)
mm/ (in.)

Add the Autotransformer to 
120/240 Split Phase applications 

Add the Autotransformer to 
120/240 Split Phase applications 

For integration to MFD see whisperpower.com 
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230 VAC 50 Hz
Adjustable rpm 

↓

120 VAC 60 Hz
Adjustable rpm 

↓

120/240 VAC | 60 Hz
Split Phase

↓

230 VAC 50 Hz
Twin Power 

↓

Elite 6 | 230 VAC | 50 Hz Elite 6 | 120 VAC | 60 Hz

Art. Nr. 49004020 Art. Nr. 49004025 Art. Nr. 61224100 - Autotransformer

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 100 A

Intermittent Power kW at 25°C (77°F) 6 kW 6 kW

Continuous Power kVA at 25°C (77°F) 6 kVA 6 kVA

Continuous Power kW at 25°C (77°F) 5.5 kW 5.5 kW

Noise level 54 dB(A) at 7 m, 60 dB(A) at 1 m 54 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 2500 - 2800 rpm, adjustable 2500 - 2800 rpm, adjustable

Engine WhisperPower Kubota Z482-C WhisperPower Kubota Z482-C

Available in 2025 Dry weight (cabinet + PMG) 145 + PMG 7.6 kg  /  319.7 + PMG 16.8 lb.) 145 + PMG 9.9 kg  /  319.7 + PMG 21.8 lb.)

Elite 8 | 230 VAC | 50 Hz Elite 8 | 120 VAC | 60 Hz Elite Twin 8+8 | 230 VAC | 50 Hz

Art. Nr. 49005420 Art. Nr. 49005425 Art. Nr. 61224100 - Autotransformer Art. Nr. 49005480  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 100 A Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 6.4 kW 6 kW 6.4 kW 12.8 kW

Continuous Power kVA at 25°C (77°F) 8 kVA 6 kVA 8 kVA 16 kVA

Continuous Power kW at 25°C (77°F) 6 kW 6 kW 6 kW 12 kW

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable

Engine WhisperPower Kubota Z482 WhisperPower Kubota Z482 WhisperPower Kubota Z482

Dry weight (cabinet + PMG) 154 + PMG 9.9 kg  /  339.5 + PMG 21.8 lb.) 154 + PMG 9.9 kg  /  339.5 + PMG 21.8 lb.) 154 + PMG 9.9 kg  /  339.5 + PMG 21.8 lb.)

Elite 10 | 230 VAC | 50 Hz Elite 10 | 120/240 VAC | 60 Hz ELITE TWIN 10+10 | 230 VAC | 50 Hz

Art. Nr. 49009420 Art. Nr. 49009425 Art. Nr. 49009480  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 8.5 kW 8.5 kW 8.5 kW 17 kW

Continuous Power kVA at 25°C (77°F) 10 kVA 10 kVA 10 kVA 20 kVA

Continuous Power kW at 25°C (77°F) 8 kW 8 kW 8 kW 16 kW

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable

Engine WhisperPower Kubota D722 WhisperPower Kubota D722 WhisperPower Kubota D722

Dry weight (cabinet + PMG) 175 + PMG 9.9 kg  /  385.8 + PMG 21.8 lb.) 175 + PMG 30 kg  /  385.8 + PMG 66.1 lb.) 175 + PMG 9.9 kg  /  385.8 + PMG 21.8 lb.) each

Elite 12 | 230 VAC | 50 Hz Elite 12 | 120/240 VAC | 60 Hz Elite Twin 12+12 | 230 VAC | 50 Hz

Art. Nr. 49006420 Art. Nr. 49006425 Art. Nr. 49006480  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 9.6 kW 9.6 kW 9.6 kW 19.2 kW

Continuous Power kVA at 25°C (77°F) 10 kVA 10 kVA 10 kVA 20 kVA

Continuous Power kW at 25°C (77°F) 9 kW 9 kW 9 kW 18 kW

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 2200 - 3600 rpm, adjustable 2200 - 3600 rpm, adjustable 2200 - 3600 rpm, adjustable

Engine WhisperPower Kubota D722 WhisperPower Kubota D722 WhisperPower Kubota D722

Dry weight (cabinet + PMG) 175 + PMG 9.9 kg  /  385.8 + PMG 21.8 lb.) 175 + PMG 30 kg  /  385.8 + PMG 66.1 lb.) 175 + PMG 9.9 kg  /  385.8 + PMG 21.8 lb.) each

Elite 15 | 230 VAC | 50 Hz Elite 15 | 120 VAC | 60 Hz Elite Twin 15+15 | 230 VAC | 50 Hz

Art. Nr. 49007020 Art. Nr. 49007025 Art. Nr. 49007080  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12.5 kW 12.5 kW 12.5 kW 25 kW

Continuous Power kVA at 25°C (77°F) 15 kVA 15 kVA 15 kVA 30 kVA

Continuous Power kW at 25°C (77°F) 12 kW 12 kW 12 kW 24 kW

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 2200 - 3200 rpm, adjustable 2200 - 3200 rpm, adjustable 2200 - 3200 rpm, adjustable

Engine WhisperPower Kubota D1105 WhisperPower Kubota D1105 WhisperPower Kubota D1105

Dry weight (cabinet + PMG) 210 + PMG 20 kg  /  463 + PMG 44.1 lb.) 210 + PMG 30 kg  /  463 + PMG 66.1 lb.) 210 + PMG 20 kg  /  463 + PMG 44.1 lb.) each

Scalino 4 Outdoor | 230 VAC | 50 Hz Scalino 4 Outdoor | 120 VAC | 60 Hz

Art. Nr. 44002020-STV Art. Nr. 44002025-STV Art. Nr. 61224032 - Autotransformer

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 32 A

Intermittent Power kW at 25°C (77°F) 3 kW 3 kW

Continuous Power kVA at 25°C (77°F) 3.4 kVA 3.4 kVA

Continuous Power kW at 25°C (77°F) 2.8 kW 2.8 kW

Noise level 57.3 dB(A) at 7 m, 75.3 dB(A) at 1 m 57.3 dB(A) at 7 m, 75.3 dB(A) at 1 m

Rpm range 3600 rpm 3600 rpm

Engine WhisperPower WP1 WhisperPower WP1

Dry weight (cabinet + PMG) 73 kg + PMG Frame 1 (7.6 kg) 73 kg + PMG Frame 1 (7.6 kg)

Scalino 4 Outdoor | 230 VAC | 50 Hz Scalino 4 Outdoor | 120 VAC | 60 Hz

Art. Nr. 44002020 4Art. Nr. 4002025 Art. Nr. 61224032 - Autotransformer

Art. Nr. 44012020 - Variable speed Art. Nr. 44012025 - Variable speed

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 32 A

Intermittent Power kW at 25°C (77°F) 4 kW 3.5 kW

Continuous Power kVA at 25°C (77°F) 4.4 kVA 3.5 kVA

Continuous Power kW at 25°C (77°F) 3 kW 3 kW

Noise level 53.4 dB(A) at 7 m, 71.4 dB(A) at 1 m 53.4 dB(A) at 7 m, 71.4 dB(A) at 1 m

Rpm range 2400 - 3600 rpm, adjustable or automatic 2400 - 3600 rpm, adjustable or automatic

Engine WhisperPower WP1 WhisperPower WP1

Dry weight (cabinet + PMG) 73 kg + PMG Frame 1 (7.6 kg) 73 kg + PMG Frame 1 (7.6 kg)

Elite Outdoor 8 | 230 VAC | 50 Hz Elite Outdoor 8 | 120 VAC | 60 Hz Elite Outdoor Twin 8+8 | 230 VAC | 50 Hz

Art. Nr. 44005420 Art. Nr. 44005425 Art. Nr. 61224100 - Autotransformer Art. Nr. 44005480  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 100 A Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 6.4 kW 6 kW 6 kW 12 kW

Continuous Power kVA at 25°C (77°F) 8 kVA 6 kVA 8 kVA 16 kVA

Continuous Power kW at 25°C (77°F) 6 kW 6 kW 6 kW 12 kW

Noise level 59 dB(A) at 7 m, 77 dB(A) at 1 m 59 dB(A) at 7 m, 77 dB(A) at 1 m 59 dB(A) at 7 m, 77 dB(A) at 1 m

Rpm range 2600 - 2800 rpm, adjustable 2600 - 2800 rpm, adjustable 2600 - 2800 rpm, adjustable

Engine WhisperPower Kubota Z482 WhisperPower Kubota Z482 WhisperPower Kubota Z482

Dry weight (cabinet + PMG) 200 kg + PMG Frame 1 (7.6 kg) 200 kg + PMG Frame 2 (9.9 kg) 200 kg + PMG Frame 1 (7.6 kg each)

Elite Outdoor 15 | 230 VAC | 50 Hz Elite Outdoor 15 | 120/240 VAC | 60 Hz Elite Outdoor Twin 15+15 | 230 VAC | 50 Hz

Art. Nr. 44007020 Art. Nr. 44007025 Art. Nr. 44007080  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12.5 kW 12.5 kW 12.5 kW 25 kW

Continuous Power kVA at 25°C (77°F) 15 kVA 15 kVA 15 kVA 30 kVA

Continuous Power kW at 25°C (77°F) 12 kW 12 kW 12 kW 24 kW

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 2200 - 3200 rpm, adjustable 2200 - 3200 rpm, adjustable 2200 - 3200 rpm, adjustable

Engine WhisperPower Kubota D1105 WhisperPower Kubota D1105 WhisperPower Kubota D1105

Dry weight (cabinet + PMG) 260 kg + PMG Frame 3 (20 kg) 260 kg + PMG Frame 3 (20 kg) 260 kg + PMG Frame 3 (20 kg each) 

Elite 18 | 230 VAC | 50 Hz Elite 18 | 120/240 VAC | 60 Hz Elite Twin 18+18 | 230 VAC | 50 Hz

Art. Nr. 49008020 Art. Nr. 49008025 Art. Nr. 49008080  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 15 kW 15 kW 15 kW 30 kVA

Continuous Power kVA at 25°C (77°F) 18 kVA 18 kVA 18 kVA 36 kVA

Continuous Power kW at 25°C (77°F) 14.4 kW 14.4 kW 14.4 kW 28.8 kW

Noise level 57 dB(A) at 7 m, 73 dB(A) at 1 m 57 dB(A) at 7 m, 73 dB(A) at 1 m 57 dB(A) at 7 m, 73 dB(A) at 1 m

Rpm range 2000 - 2400 rpm, adjustable 2000 - 2400 rpm, adjustable 2000 - 2400 rpm, adjustable

Engine WhisperPower Kubota V1505 WhisperPower Kubota V1505 WhisperPower Kubota V1505

Dry weight (cabinet + PMG) 230 kg + PMG Frame 3 (20 kg) 230 kg + PMG Frame 3 (20 kg) 230 kg + PMG Frame 3 (20 kg each) 

24/48 VDC
↓

Elite GV 2

 Art. Nr. 49001120 - Genverter

Dimensions,  mm / (in.) Main specifi cations

4.3 kW Continuous Power at 25°C (77°F) 4.3 kW

Number of DC PowerCubes 1

Nominal voltage 24/48 VDC

Noise level 54 dB(A) at 7m, 65 dB(A) at 1m

Rpm range 1500 - 3000 rpm, adjustable

Engine WhisperPower Kubota Z482

Dry weight (cabinet + DC PowerCube)
154 + (1 PowerCube) 26 kg
339.5 + (1 PowerCube) 57.3 lb.

Elite GV 3

Art. Nr. 49001320 - Genverter

Dimensions,  mm / (in.) Main specifi cations

8.6 kW Continuous Power at 25°C (77°F) 8.6 kW

Number of DC PowerCubes 2

Nominal voltage 24/48 VDC

Noise level 54 dB(A) at 7m, 65 dB(A) at 1m

Rpm range 1500 - 3000 rpm, adjustable

Engine WhisperPower Kubota D722

Dry weight (cabinet + DC PowerCube)
175 + (2 PowerCubes) 26 kg / each
385.8 + (2 PowerCubes) 57.3 lb. / each

Elite GV 3 Plus

Art. Nr. 49001520 - Genverter

Dimensions,  mm / (in.) Main specifi cations

12 kW Continuous Power at 25°C (77°F) 12 kW

Number of DC PowerCubes 3

Nominal voltage 24/48 VDC

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 1500 - 2500 rpm, adjustable

Engine WhisperPower Kubota D1105

Dry weight (cabinet + DC PowerCube)
210 + (3 PowerCubes) 26 kg / each
463 + (3 PowerCubes) 57.3 lb. / each

Elite GV 2 Outdoor

Art. Nr. 44001120 - Genverter

Dimensions,  mm / (in.) Main specifi cations

4.3 kW Continuous Power at 25°C (77°F) 4.3 kW

Number of DC PowerCubes 1

Nominal voltage 24/48 VDC

Noise level 59 dB(A) at 7 m, 77 dB(A) at 1 m

Rpm range 1500 - 3000 rpm, adjustable

Engine WhisperPower Kubota Z482

Dry weight (cabinet + DC PowerCube)
200 + (1 PowerCube) 26 kg
440.9 + (1 PowerCube) 57.3 lb.

Elite GV 3 Plus Outdoor

Art. Nr. 44001520  - Genverter

Dimensions,  mm / (in.) Main specifi cations

12 kW Continuous Power at 25°C (77°F) 12 kW

Number of DC PowerCubes 3

Nominal voltage 24/48 VDC

Noise level 54dB(A) at 7m, 65dB(A) at 1m (preliminary)

Rpm range 1500 - 2500 rpm, adjustable

Engine WhisperPower Kubota D1105

Dry weight (cabinet + DC PowerCube)
260 + (3 PowerCubes) 26 kg / each
573.2 + (3 PowerCubes) 57.3 lb. / each

DC PowerCube 24 VDC

Art. Nr. 60202002

Dimensions,  mm / (in.) Main specifi cations

Nominal battery voltage 24 VDC

Output current 0 - 150 A (short circuit protected)

Output voltage 26.5 / 28.5 VDC

Recommended battery capacity: 300 to 1500 Ah

Charge characteristic 3+ step charge characteristic

Grid input current Adjustable, from 2 A to 16 A

PM input current Adjustable, from 2 A to 14.5 A

Weight 26 kg  /  57.3 lb

DC PowerCube 48 VDC

Art. Nr. 60202003

Dimensions,  mm / (in.) Main specifi cations

Nominal battery voltage 48 VDC

Output current 0 - 100 A (short circuit protected)

Output voltage 43.0 / 57.0 VDC

Recommended battery capacity: 200 to 1000 Ah

Charge characteristic 3+ step charge characteristic

Grid input current Adjustable, from 2 A to 16 A

PM input current Adjustable, from 2 A to 14.5 A

Weight 26 kg  /  57.3 lb

Elite GV Series
24/48 VDC

Elite 8 | Stage V

Elite Series 
230/120 VAC | 50/60 Hz

230 VAC  | 50 Hz 
 1 Phase

↓

120/240 VAC | 60 Hz
Split Phase

↓

230/400 VAC | 50 Hz
3 Phase
↓

120/208 VAC | 60 Hz
3 Phase
↓

230/400 VAC | 50 Hz
3 Phase | Twin Power  

↓

W-SQ Pro 15  |  230 VAC W-SQ Pro 15  |  230/400 VAC W-SQ Pro 15 + 15  |  230/400 VAC

Art. Nr. 41207020 - STV Art. Nr. 41207320 - STV 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 3-Phase | 50 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12 kW 12 kW 12 kW 24 kW

Continuous Power kVA at 25°C (77°F) 13.75 kVA 13.75 kVA 13.75 kVA 27.5 kVA

Continuous power kW at 25°C (77°F) 11 kW 11 kW 11 kW 22 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1500 rpm 1500 rpm

Engine WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder

Dry weight 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. / each

W-SQ Pro 15  |  230 VAC W-SQ Pro 15  |  120/240 VAC W-SQ Pro 15  |  230/400 VAC  W-SQ Pro 15 |  120/208 VAC W-SQ Pro 15 + 15   |  230/400 VAC

Art. Nr. 41207020 Art. Nr. Art. Nr. 41207025 Art. Nr. 41207320 Art. Nr. 41207325 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12.5 kW 12.5 kW 12.5 kW 12.5 kW 12.5 kW 25 kW

Continuous Power kVA at 25°C (77°F) 15 kVA 15 kVA 15 kVA 15 kVA 15 kVA 30 kVA

Continuous power kW at 25°C (77°F) 12 kW 12 kW 12 kW 12 kW 12 kW 24 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm 1500 rpm

Engine WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder

Dry weight (cabinet + PMG) 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. / each

W-SQ Pro 18  |  230 VAC W-SQ Pro 18  |  230/400 VAC W-SQ Pro 18 + 18   |  230/400 VAC

Art. Nr. 41208120 - STV 41208320 - STV 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 3-Phase | 50 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 14.5 kW 14.5 kW 14.5 kW

Continuous Power kVA at 25°C (77°F) 17.5 kVA 17.5 kVA 17.5 kVA 35 kVA

Continuous power kW at 25°C (77°F) 14 kW 14 kW 14 kW 28 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1500 rpm 1500 rpm

Engine WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder

Dry weight 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. / each

W-SQ Pro 18  |  230 VAC W-SQ Pro 18  |  120/240 VAC W-SQ Pro 18  |  230/400 VAC W-SQ Pro 18 |  120/208 VAC W-SQ Pro 18 + 18   |  230/400 VAC

Art. Nr. 41208120 Art. Nr. 41208125 Art. Nr. 41208320 Art. Nr. 41208325 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 16.5 kW 16.5 kW 16.5 kW 16.5 kW 16.5 kW 33 kW

Continuous Power kVA at 25°C (77°F) 20 kVA 20 kVA 20 kVA 20 kVA 20 kVA 40 kVA

Continuous power kW at 25°C (77°F) 16 kW 16 kW 16 kW 16 kW 16 kW 32 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm 1500 rpm

Engine WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder

Dry weight 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. / each

W-SQ 22.5  |  230 VAC W-SQ 22.5  |  120/240 VAC W-SQ 22.5  |  230/400 VAC W-SQ 22.5  |  120/208 VAC

Art. Nr. 41101220 Art. Nr. 41101225 Art. Nr. 41131220 Art. Nr. 41131225

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz

Intermittent Power kW at 25°C (77°F) 22 kW 22 kW 22 kW 22 kW

Continuous Power kVA at 25°C (77°F) 22.5 kVA 22.5 kVA 22.5 kVA 22.5 kVA

Continuous power kVA at 25°C (77°F) 20 kW 20 kW 20 kW 20 kW

Noise level 58 dB(A) 58 dB(A) 58 dB(A) 58 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm

Engine WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder

Dry weight 580 kg  /  1278 lb. 580 kg  /  1278 lb. 580 kg  /  1278 lb. 580 kg  /  1278 lb.

W-SQ Pro 27  |  230 VAC W-SQ Pro 27  |  120/240 VAC W-SQ Pro 27  |  230/400 VAC W-SQ Pro 27  |  120/208 VAC W-SQ Pro 27 + 27   |  230/400 VAC

Art. Nr. 41202020 Art. Nr. 41202025 Art. Nr. 41201320 Art. Nr. 41201325 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 23 kW 23 kW 25 kW 25 kW 25 kW 50 kW

Continuous Power kVA at 25°C (77°F) 27 kVA 27 kVA 27 kVA 27 kVA 27 kVA 54 kVA

Continuous power kW at 25°C (77°F) 22 kW 22 kW 22.5 kW 22.5 kW 22.5 kW 45 kW

Noise level 56.7 dB(A) 56.7 dB(A) 58 dB(A) 58 dB(A) 58 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm 1500 rpm

Engine WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder

Dry weight 660 kg  /  1455 lb. 660 kg  /  1455 lb. 660 kg  /  1455 lb. 660 kg  /  1455 lb. 660 kg  /  1455 lb. / each

W-SQ Pro 32  |  230/400 VAC W-SQ Pro 32  |  120/208 VAC

Art. Nr. 41201420 Art. Nr. 41201425

Dimensions,  mm / (in.) Main specifi cations 3-Phase | 50 Hz 3-Phase | 60 Hz

Intermittent Power kW at 25°C (77°F) 27 kW 27 kW

Continuous Power kVA at 25°C (77°F) 32 kVA 32 kVA

Continuous power kW at 25°C (77°F) 27 kW 27 kW

Noise level 58 dB(A) 58 dB(A)

Rpm range 1500 rpm 1800 rpm

Engine WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder

Dry weight 660 kg  /  1455 lb. 660 kg  /  1455 lb.

W-SQ Pro 40  |  230/400 VAC

Art. Nr. 41201620

Dimensions,  mm / (in.) Main specifi cations 3-Phase | 50 Hz

Intermittent Power kW at 25°C (77°F) 38.5 kW

Continuous Power kVA at 25°C (77°F) 40 kVA

Continuous power kW at 25°C (77°F) 35 kW

Noise level 53 dB(A)

Rpm range 1500 rpm

Engine Kubota V3800-CR-TE5BG2-SAE2

Dry weight 850 kg  /  1873.9 lb.

W-SQ Series
230/400 - 120/208 VAC | 50/60 Hz

A-kit B-kit A-kit B-kit A-kit B-kit B-kit A-kit B-kit A-kit B-kit A-kit B-kit

Model
Art. Nr. 

Maintenance kit
40401160

Maintenance kit
40401161

Maintenance kit
40401760

Maintenance kit
40401761

Maintenance kit
40401660

Maintenance kit
40401661

Maintenance kit
40401762

Maintenance kit
42401460

Maintenance kit
42401461

Maintenance kit
42401360

Maintenance kit
42401361

Maintenance kit
40201560

Maintenance kit
40201561

Elite GV 2 ◼ ◼
Elite GV 2 Outdoor ◼ ◼
Elite GV 3 ◼ ◼
Elite GV 3 Plus ◼ ◼
Elite GV 3 Plus Outdoor ◼ ◼
Elite 6 ◼ ◼
Elite 8 ◼ ◼
Elite 8 Outdoor ◼ ◼
Elite 10 ◼ ◼
Elite 12 ◼ ◼
Elite 15 ◼ ◼
Elite 15 Outdoor ◼ ◼
Elite 18 ◼ ◼
Scalino 4 Outdoor ◼ ◼
W-SQ Pro 15 ◼ ◼
W-SQ Pro 18 ◼ ◼
W-SQ 22.5 ◼ ◼
W-SQ Pro 25 ◼ ◼
W-SQ Pro 27 ◼ ◼
W-SQ Pro 32 ◼ ◼

WPL-15W40 General, Lubricant oil, 4 liters
Art. Nr. 40222244

WPL-Coolant G12, 4 liters
Art. Nr. 40222214

Model
(Amount of 
containers)

(Amount of 
containers)

Elite GV 2 ◼ ◼ ◼
Elite GV 2 Outdoor ◼ ◼ ◼
Elite GV 3 ◼ ◼ ◼ ◼
Elite GV 3 Plus ◼ ◼ ◼ ◼
Elite GV 3 Plus Outdoor ◼ ◼ ◼ ◼
Elite 6 ◼ ◼ ◼
Elite 8 ◼ ◼ ◼
Elite 8 Outdoor ◼ ◼ ◼
Elite 10 ◼ ◼ ◼
Elite 12 ◼ ◼ ◼ ◼
Elite 15 ◼ ◼ ◼ ◼ ◼
Elite 15 Outdoor ◼ ◼ ◼ ◼ ◼
Elite 18 ◼ ◼ ◼ ◼ ◼
Scalino 4 Outdoor ◼
W-SQ Pro 15 ◼ ◼ ◼ ◼
W-SQ Pro 18 ◼ ◼ ◼ ◼ ◼
W-SQ 22.5 ◼ ◼ ◼ ◼ ◼ ◼
W-SQ Pro 25 ◼ ◼ ◼ ◼ ◼ ◼
W-SQ Pro 27 ◼ ◼ ◼ ◼ ◼ ◼
W-SQ Pro 32 ◼ ◼ ◼ ◼ ◼ ◼

Genverter control DDC remote control panel DeepSea Control (optional) WhisperTouch (optional)
Not with DSE Generators

Model
Art. Nr. 

Genverter control
Standard supply

DDC
40209102

2510 MKII
50208054

8003 MKII
50208053

5’’
40280105

7’’
40280101

10’’
40280102

Elite GV 2 ◼ � � �
Elite GV 2 Outdoor ◼ � � �
Elite GV 3 ◼ � � �
Elite GV 3 Plus ◼ � � �
Elite GV 3 Plus Outdoor ◼ � � �
Elite 6 ◼ � � �
Elite 8 ◼ � � �
Elite 8 Outdoor ◼ � � �
Elite 10 ◼ � � �
Elite 12 ◼ � � �
Elite 15 ◼ � � �
Elite 15 Outdoor ◼ � � �
Elite 18 ◼ � � �
Scalino 4 Outdoor ◼ � � �
W-SQ Pro 15 ◼ � � � � �
W-SQ Pro 18 ◼ � � � � �
W-SQ 22.5 ◼ � � �
W-SQ Pro 25 ◼ � � � � �
W-SQ Pro 27 ◼ � � � � �
W-SQ Pro 32 � ◼ � � �

Spare parts

whisperpower.com

Elite 10 | Stage V

Elite 12 | Stage V

Elite 15 | Stage V

Scalino 4 Outdoor | Stage V

Scalino 4 Outdoor

Elite 8 Outdoor | Stage V

Elite 15 Outdoor | Stage V

Elite GV 2 | Stage V

Elite GV 3 | Stage V

Elite GV 3 Plus | Stage V

Elite GV 2 Outdoor | Stage V

Elite GV 3 Plus Outdoor | Stage V

DC PowerCube 24 VDC

DC PowerCube 48 VDC

W-SQ Pro 15 | Stage V

W-SQ Pro 15

W-SQ Pro 18 | Stage V

W-SQ Pro 18

W-SQ 22.5

W-SQ Pro 27

W-SQ Pro 32

Radiator Kits

Service & Maintenance Parts

WhisperPower - Silenced Generators - Mobile/O� -Grid
E n j o y  G r e e n  E n e r g y

Top Cool 
Single kit

Top Cool 
Dual kit

Radiator
Kit A 

Radiator
Kit B

Radiator
Kit C 

Radiator
Kit D 

Radiator
Kit E 

Radiator
Kit F

Model
Art. Nr. 

230 VAC
40230670

230 VAC
40230672

12 VDC
40230674

12 VDC
40230676

24 VDC
40230671

230 VAC
40230631

 230 VAC
40230632

 230 VAC
High amb. temp.

40230673

230 VAC
40201879

12 VDC
40201868

24 VDC
40201869

230 VAC
40201864

12 VDC
40201865

230 VAC
40201877

12 VDC
40201863

24 VDC
40201866

230 VAC | 1 phase
40201897

400 VAC | 3 phase
40201898

400 VAC
40201872

12 VDC
40201318

Elite GV 2 ◼ ◼ ◼ ◼
Elite GV 2 Outdoor ◼ ◼ ◼ ◼
Elite GV 3 ◼ ◼ ◼
Elite 3 Plus ◼ ◼ ◼
Elite 3 Plus Outdoor ◼ ◼ ◼
Elite 6 ◼ ◼
Elite 8 ◼ ◼
Elite 8 Outdoor ◼ ◼
Elite 10 ◼ ◼
Elite 12 ◼ ◼ ◼
Elite 15 ◼ ◼ ◼
Elite 15 Outdoor ◼ ◼ ◼
Elite 18 ◼ ◼
Scalino 4 Outdoor ◼
W-SQ Pro 15 ◼ ◼
W-SQ Pro 18 ◼ ◼
W-SQ 22.5 *) ◼ � �
W-SQ Pro 25 *) ◼ � �
W-SQ Pro 27 *) ◼ � �
W-SQ Pro 32 *) ◼ � �

A kit
The A kit contains all parts which are needed for a regular 
maintenance. Oil and Coolant has to be ordered separately.

B-Kit
Contains all essential spare parts to do the fi rst fault fi nd 
and small repairs on board. The kit contains the spare parts 
such as seawater pump parts, gaskets, safety switches, 
glow plugs if applicable, Injector nozzle etc. The B-kit is 
recommended to have on board for overseas journeys.

For complete content overview of our spare part kits: 
www.whisperpower.com

Maintenance

Remote Controls

◼ = Standard

Elite 6 | Stage V

Dimensions Radiator kits
* Dimensions of all radiators are 
   based on 230 VAC models

Elite 18 | Stage V

Exp. Tank 7L kit Starter battery installation kit Universal fuel kit Insulation blanket kit Dry Exhaust Kit AGM Battery Kit

Model
Art. Nr. 

Without low level 
alarm switch
40230545

With low level 
alarm switch

40230535

< 100 Ah
40290106

> 100 Ah
40290108

Universal
Art. Nr. 40230205

For Dry exhaust kit 1”
Art. Nr. 40201324

Kit 1”
40201325

Kit 1½”
40201875

Kit 2”
40201889

12 V / 55 Ah
40290060

12 V / 80 Ah
40290061

12 V / 100 Ah
40290031

12 V / 145 Ah
40290062

Elite GV 2 ◼ ◼ ◼ ◼ ◼
Elite GV 2 Outdoor ◼ ◼ ◼ ◼ ◼
Elite GV 3 ◼ ◼ ◼ ◼ ◼
Elite GV 3 Plus ◼ ◼ ◼ ◼
Elite GV 3 Plus Outdoor ◼ ◼ ◼ ◼
Elite 6 ◼ ◼ ◼ ◼ ◼
Elite 8 ◼ ◼ ◼ ◼ ◼
Elite 8 Outdoor ◼ ◼ ◼ ◼ ◼
Elite 10 ◼ ◼ ◼ ◼ ◼
Elite 12 ◼ ◼ ◼ ◼ ◼
Elite 15 ◼ ◼ ◼ ◼
Elite 15 Outdoor ◼ ◼ ◼ ◼
Elite 18 ◼ ◼ ◼ ◼
Scalino 4 Outdoor ◼ ◼ ◼ ◼ ◼
W-SQ Pro 15 ◼ ◼ ◼ ◼
W-SQ Pro 18 ◼ ◼ ◼ ◼
W-SQ 22.5 ◼ ◼ ◼ ◼ ◼ ◼
W-SQ Pro 25 ◼ ◼ ◼ ◼ ◼ ◼
W-SQ Pro 27 ◼ ◼ ◼ ◼ ◼ ◼
W-SQ Pro 32 ◼ ◼ ◼ ◼ ◼ ◼

Installation Kits

*) � Depends of 1or 3 phase 
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PMG Frame 1 PMG Frame 2 PMG Frame 3

Model
Art. Nr. 

6 kW | 230 VAC
Art. Nr. 60201405
(7.6 kg / 16.8 lb.)

3.5 kW | 120 VAC
Art. Nr. 60201415
(7.6 kg / 16.8 lb.)

10 kW | 230 VAC
Art. Nr. 60201409
(9.9 kg / 21.8 lb.)

6 kW | 120 VAC
Art. Nr. 60201419
(9.9 kg / 21.8 lb.)

15 kW | 230 VAC
Art. Nr. 60201449
(20 kg / 44.1 lb.)

12-15 kW | 120/240 VAC | Split-Phase 
Art. Nr. 60201411
(30 kg / 66.1 lb.)

Elite 6 - 230 VAC ◼
Elite 6 - 120 VAC ◼
Elite 8 - 230 VAC ◼
Elite 8 - 120 VAC ◼
Elite 10 - 230 VAC ◼
Elite 10 - 120/240 VAC ◼
Elite 12 - 230 VAC ◼
Elite 12 - 120/240 VAC ◼
Elite 15 - 230 VAC ◼
Elite 15 - 120/240 VAC ◼
Scalino 4 Outdoor - 230 VAC ◼
Scalino 4 Outdoor - 120 VAC ◼
Elite 8 Outdoor - 230 VAC ◼
Elite 8 Outdoor - 120 VAC ◼
Elite 15 Outdoor - 230 VAC ◼
Elite 15 Outdoor - 120/240 VAC ◼
Elite 18 - 230 VAC ◼
Elite 18 - 120/240 VAC ◼

Power Module Genverters

230 VAC | 50 Hz
1 Phase DSE

↓

400 VAC | 50 Hz
3 Phase DSE 

↓

AtlasGO 8  |  230 VAC AtlasGO 9  |  400 VAC

Art. Nr. 41400801 Art. Nr. 41400901

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz | DSE 3-Phase | 50 Hz | DSE

kVA max. 7.5 kVA 9 kVA

kVA cont. 7 kVA 8.5 kVA

kW max. 10.3 kW 10.3 kW

Noise level 65 dB(A) at 7m 65 dB(A) at 7m

Rpm 1500 rpm 1500 rpm

Engine Kubota D1105 Kubota D1105

Weight ex. fuel 430 kg  /  948 lb. 440 kg  /  970 lb.

AtlasGO 11  |  230 VAC AtlasGO 14  |  400 VAC

Art. Nr. 41401101  Art. Nr. 41404001

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz | DSE 3-Phase | 50 Hz | DSE

kVA max. 11 kVA 14 kVA

kVA cont. 10 kVA 13 kVA

kW max. 15 kW 15 kW

Noise level 65 dB(A) at 7m 65 dB(A) at 7m

Rpm 1500 rpm 1500 rpm

Engine Kubota D1703M Kubota D1703M

Weight ex. fuel 575 kg  /  1267.7 lb. 580 kg  /  1278.7 lb.

AtlasGO 18  |  230 VAC AtlasGO 20  |  400 VAC

Art. Nr. 41401801 Art. Nr. 41401901

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz | DSE 3-Phase | 50 Hz | DSE

kVA max. 18 kVA 19 kVA

kVA cont. 16 kVA 18 kVA

kW max. 17 kW 17 kW

Noise level 65 dB(A) at 7m 65 dB(A) at 7m

Rpm 1500 rpm 1500 rpm

Engine Kubota V2203M Kubota V2203M

Weight ex. fuel 660 kg  /  1455.1 lb. 660 kg  /  1455.1 lb.

AtlasGO 30  |  230 VAC AtlasGO 34 |  400 VAC AtlasGO 44  |  400 VAC

Art. Nr. 41403001 Art. Nr. 41403301  Art. Nr. 41405001

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz | DSE 3-Phase | 50 Hz | DSE 3-Phase | 50 Hz | DSE

kVA max. 30 kVA 33 kVA 44 kVA

kVA cont. 28 kVA 30 kVA 40 kVA

kW max. 42 kW 28 kW 42 kW

Noise level 65 dB(A) at 7m 65 dB(A) at 7m 65 dB(A) at 7m

Rpm 1500 rpm 1500 rpm 1500 rpm

Engine Kubota V3800DIT Kubota V3300 Kubota V3800DIT

Weight ex. fuel 970 kg  /  2138.5 lb. 887 kg  /  1955.5 lb. 928 kg  /  2045.9 lb.

AtlasGO 8/9 | Stage V

AtlasGO 11/14 | Stage V

AtlasGO 18/20 | Stage V

AtlasGO 30/34/44

AtlasGO Series
230/400 VAC

W-SQ Pro 27 
230/400 VAC - 50 Hz - 32 kVA

Art. Nr. 41201320

W-SQ Pro 27 
230/400 VAC - 50 Hz - 32 kVA

Art. Nr. 41201320

W-SQ system example
Parallel option 

W-SQ Pro
Parallel Output

Remote control panel 
DSE 8003 7”

Art. Nr. 50208053

The information on this poster is for general information purposes only. 
While we endeavour to keep the information up to date and correct, we cannot 
be held responsible for alterations of specifi cations of products over time.

Twin system example
1+1=3

more benefi ts than just two Generators 

WhisperConnect CAN

Genverter Twin
power output    

230 VAC 50 Hz 
single phase

DDC 
Control 

Box

230 VAC / 50 Hz / 1 phase

High speed serial 
communication 

cable  
max 3 meter

Integrated Control
GEN 1 and Gen 2

Local Generator 1 
Control  

Starter battery
AGM Power 

12 VDC | 80 Ah 
Art. Nr. 40290061

Elite 8
6.4 kW

Art. Nr. 49005420

Starter battery
AGM Power 

12 VDC | 80 Ah 
Art. Nr. 40290061

PMG
inverter

PMG
inverter

Elite 8
6.4 kW

Art. Nr. 49005420

RS485

Elite system example
230/120 VAC

AC output

PMG
inverter

AGM Power 
12 VDC | 100 Ah 

Art. Nr. 40290031

Exhaust kit

Universal fuel kit
Art. Nr. 40230205

Appliances

Top-Cool Radiator, 
includes expansion tank

Side / under truck radiator, 
includes expansion tank

Hose Connection

Fuel Pump

Grid Power Line

WhisperTouch 5”
Art. Nr. 40280105

Handy 
12 VDC | 7 A

Art. Nr. 61112007

Elite 8
6.4 kW

Art. Nr. 49005420

RS485

WhisperConnect CAN DDC 
Control 

Box

Local Generator 1 
Control  

W-SQ Pro 40

� = Optional

Elite system example
24/48 VDC

24 V / 48 V Lithium 
Power Plus battery

Global Plug: Shore connection
max 16 A - 230 VAC, 32 A - 117 VAC, 50 or 60 Hz

Fast charging

Whisper 
Connect

Battery to inverter

Continuous AC Power 
230 VAC - 50 Hz

 or 120 VAC - 60 Hz

DC Distribution

4, 7 or 14 kVA

Touch screen for 
complete system 

monitoring and control

1, 2 or 3 cylinder Genverter©

to power connection

Ask for our General Product Catalogue to learn more about 
the various power electronics, storage power and other 
electrical products we manufacture and supply.

AC PowerCube 
24 VDC | 7000 VA
Art. Nr. 60203004

DC PowerCube 
24 VDC | 150 A

Art. Nr. 60202002

Add the Autotransformer to 
120/240 Split Phase applications 
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Add the Autotransformer to 
120/240 Split Phase applications 
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Add the Autotransformer to 
120/240 Split Phase applications 
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Add the Autotransformer to 
120/240 Split Phase applications 
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Add the Autotransformer to 
120/240 Split Phase applications 

For integration to MFD see whisperpower.com 

Appliances

230 VAC 50 Hz
Adjustable rpm 

↓

120 VAC 60 Hz
Adjustable rpm 

↓

120/240 VAC | 60 Hz
Split Phase

↓

230 VAC 50 Hz
Twin Power 

↓

Elite 6 | 230 VAC | 50 Hz Elite 6 | 120 VAC | 60 Hz

Art. Nr. 49004020 Art. Nr. 49004025 Art. Nr. 61224100 - Autotransformer

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 100 A

Intermittent Power kW at 25°C (77°F) 6 kW 6 kW

Continuous Power kVA at 25°C (77°F) 6 kVA 6 kVA

Continuous Power kW at 25°C (77°F) 5.5 kW 5.5 kW

Noise level 54 dB(A) at 7 m, 60 dB(A) at 1 m 54 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 2500 - 2800 rpm, adjustable 2500 - 2800 rpm, adjustable

Engine WhisperPower Kubota Z482-C WhisperPower Kubota Z482-C

Available in 2025 Dry weight (cabinet + PMG) 145 + PMG 7.6 kg  /  319.7 + PMG 16.8 lb.) 145 + PMG 9.9 kg  /  319.7 + PMG 21.8 lb.)

Elite 8 | 230 VAC | 50 Hz Elite 8 | 120 VAC | 60 Hz Elite Twin 8+8 | 230 VAC | 50 Hz

Art. Nr. 49005420 Art. Nr. 49005425 Art. Nr. 61224100 - Autotransformer Art. Nr. 49005480  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 100 A Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 6.4 kW 6 kW 6.4 kW 12.8 kW

Continuous Power kVA at 25°C (77°F) 8 kVA 6 kVA 8 kVA 16 kVA

Continuous Power kW at 25°C (77°F) 6 kW 6 kW 6 kW 12 kW

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable

Engine WhisperPower Kubota Z482 WhisperPower Kubota Z482 WhisperPower Kubota Z482

Dry weight (cabinet + PMG) 154 + PMG 9.9 kg  /  339.5 + PMG 21.8 lb.) 154 + PMG 9.9 kg  /  339.5 + PMG 21.8 lb.) 154 + PMG 9.9 kg  /  339.5 + PMG 21.8 lb.)

Elite 10 | 230 VAC | 50 Hz Elite 10 | 120/240 VAC | 60 Hz ELITE TWIN 10+10 | 230 VAC | 50 Hz

Art. Nr. 49009420 Art. Nr. 49009425 Art. Nr. 49009480  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 8.5 kW 8.5 kW 8.5 kW 17 kW

Continuous Power kVA at 25°C (77°F) 10 kVA 10 kVA 10 kVA 20 kVA

Continuous Power kW at 25°C (77°F) 8 kW 8 kW 8 kW 16 kW

Noise level 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m 51 dB(A) at 7 m, 60 dB(A) at 1 m

Rpm range 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable 2400 - 2800 rpm, adjustable

Engine WhisperPower Kubota D722 WhisperPower Kubota D722 WhisperPower Kubota D722

Dry weight (cabinet + PMG) 175 + PMG 9.9 kg  /  385.8 + PMG 21.8 lb.) 175 + PMG 30 kg  /  385.8 + PMG 66.1 lb.) 175 + PMG 9.9 kg  /  385.8 + PMG 21.8 lb.) each

Elite 12 | 230 VAC | 50 Hz Elite 12 | 120/240 VAC | 60 Hz Elite Twin 12+12 | 230 VAC | 50 Hz

Art. Nr. 49006420 Art. Nr. 49006425 Art. Nr. 49006480  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 9.6 kW 9.6 kW 9.6 kW 19.2 kW

Continuous Power kVA at 25°C (77°F) 10 kVA 10 kVA 10 kVA 20 kVA

Continuous Power kW at 25°C (77°F) 9 kW 9 kW 9 kW 18 kW

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 2200 - 3600 rpm, adjustable 2200 - 3600 rpm, adjustable 2200 - 3600 rpm, adjustable

Engine WhisperPower Kubota D722 WhisperPower Kubota D722 WhisperPower Kubota D722

Dry weight (cabinet + PMG) 175 + PMG 9.9 kg  /  385.8 + PMG 21.8 lb.) 175 + PMG 30 kg  /  385.8 + PMG 66.1 lb.) 175 + PMG 9.9 kg  /  385.8 + PMG 21.8 lb.) each

Elite 15 | 230 VAC | 50 Hz Elite 15 | 120 VAC | 60 Hz Elite Twin 15+15 | 230 VAC | 50 Hz

Art. Nr. 49007020 Art. Nr. 49007025 Art. Nr. 49007080  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12.5 kW 12.5 kW 12.5 kW 25 kW

Continuous Power kVA at 25°C (77°F) 15 kVA 15 kVA 15 kVA 30 kVA

Continuous Power kW at 25°C (77°F) 12 kW 12 kW 12 kW 24 kW

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 2200 - 3200 rpm, adjustable 2200 - 3200 rpm, adjustable 2200 - 3200 rpm, adjustable

Engine WhisperPower Kubota D1105 WhisperPower Kubota D1105 WhisperPower Kubota D1105

Dry weight (cabinet + PMG) 210 + PMG 20 kg  /  463 + PMG 44.1 lb.) 210 + PMG 30 kg  /  463 + PMG 66.1 lb.) 210 + PMG 20 kg  /  463 + PMG 44.1 lb.) each

Scalino 4 Outdoor | 230 VAC | 50 Hz Scalino 4 Outdoor | 120 VAC | 60 Hz

Art. Nr. 44002020-STV Art. Nr. 44002025-STV Art. Nr. 61224032 - Autotransformer

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 32 A

Intermittent Power kW at 25°C (77°F) 3 kW 3 kW

Continuous Power kVA at 25°C (77°F) 3.4 kVA 3.4 kVA

Continuous Power kW at 25°C (77°F) 2.8 kW 2.8 kW

Noise level 57.3 dB(A) at 7 m, 75.3 dB(A) at 1 m 57.3 dB(A) at 7 m, 75.3 dB(A) at 1 m

Rpm range 3600 rpm 3600 rpm

Engine WhisperPower WP1 WhisperPower WP1

Dry weight (cabinet + PMG) 73 kg + PMG Frame 1 (7.6 kg) 73 kg + PMG Frame 1 (7.6 kg)

Scalino 4 Outdoor | 230 VAC | 50 Hz Scalino 4 Outdoor | 120 VAC | 60 Hz

Art. Nr. 44002020 4Art. Nr. 4002025 Art. Nr. 61224032 - Autotransformer

Art. Nr. 44012020 - Variable speed Art. Nr. 44012025 - Variable speed

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 32 A

Intermittent Power kW at 25°C (77°F) 4 kW 3.5 kW

Continuous Power kVA at 25°C (77°F) 4.4 kVA 3.5 kVA

Continuous Power kW at 25°C (77°F) 3 kW 3 kW

Noise level 53.4 dB(A) at 7 m, 71.4 dB(A) at 1 m 53.4 dB(A) at 7 m, 71.4 dB(A) at 1 m

Rpm range 2400 - 3600 rpm, adjustable or automatic 2400 - 3600 rpm, adjustable or automatic

Engine WhisperPower WP1 WhisperPower WP1

Dry weight (cabinet + PMG) 73 kg + PMG Frame 1 (7.6 kg) 73 kg + PMG Frame 1 (7.6 kg)

Elite Outdoor 8 | 230 VAC | 50 Hz Elite Outdoor 8 | 120 VAC | 60 Hz Elite Outdoor Twin 8+8 | 230 VAC | 50 Hz

Art. Nr. 44005420 Art. Nr. 44005425 Art. Nr. 61224100 - Autotransformer Art. Nr. 44005480  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 1-Phase | 60 Hz Autotransformer 120/240 VAC | 100 A Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 6.4 kW 6 kW 6 kW 12 kW

Continuous Power kVA at 25°C (77°F) 8 kVA 6 kVA 8 kVA 16 kVA

Continuous Power kW at 25°C (77°F) 6 kW 6 kW 6 kW 12 kW

Noise level 59 dB(A) at 7 m, 77 dB(A) at 1 m 59 dB(A) at 7 m, 77 dB(A) at 1 m 59 dB(A) at 7 m, 77 dB(A) at 1 m

Rpm range 2600 - 2800 rpm, adjustable 2600 - 2800 rpm, adjustable 2600 - 2800 rpm, adjustable

Engine WhisperPower Kubota Z482 WhisperPower Kubota Z482 WhisperPower Kubota Z482

Dry weight (cabinet + PMG) 200 kg + PMG Frame 1 (7.6 kg) 200 kg + PMG Frame 2 (9.9 kg) 200 kg + PMG Frame 1 (7.6 kg each)

Elite Outdoor 15 | 230 VAC | 50 Hz Elite Outdoor 15 | 120/240 VAC | 60 Hz Elite Outdoor Twin 15+15 | 230 VAC | 50 Hz

Art. Nr. 44007020 Art. Nr. 44007025 Art. Nr. 44007080  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12.5 kW 12.5 kW 12.5 kW 25 kW

Continuous Power kVA at 25°C (77°F) 15 kVA 15 kVA 15 kVA 30 kVA

Continuous Power kW at 25°C (77°F) 12 kW 12 kW 12 kW 24 kW

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 2200 - 3200 rpm, adjustable 2200 - 3200 rpm, adjustable 2200 - 3200 rpm, adjustable

Engine WhisperPower Kubota D1105 WhisperPower Kubota D1105 WhisperPower Kubota D1105

Dry weight (cabinet + PMG) 260 kg + PMG Frame 3 (20 kg) 260 kg + PMG Frame 3 (20 kg) 260 kg + PMG Frame 3 (20 kg each) 

Elite 18 | 230 VAC | 50 Hz Elite 18 | 120/240 VAC | 60 Hz Elite Twin 18+18 | 230 VAC | 50 Hz

Art. Nr. 49008020 Art. Nr. 49008025 Art. Nr. 49008080  |  1-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 15 kW 15 kW 15 kW 30 kVA

Continuous Power kVA at 25°C (77°F) 18 kVA 18 kVA 18 kVA 36 kVA

Continuous Power kW at 25°C (77°F) 14.4 kW 14.4 kW 14.4 kW 28.8 kW

Noise level 57 dB(A) at 7 m, 73 dB(A) at 1 m 57 dB(A) at 7 m, 73 dB(A) at 1 m 57 dB(A) at 7 m, 73 dB(A) at 1 m

Rpm range 2000 - 2400 rpm, adjustable 2000 - 2400 rpm, adjustable 2000 - 2400 rpm, adjustable

Engine WhisperPower Kubota V1505 WhisperPower Kubota V1505 WhisperPower Kubota V1505

Dry weight (cabinet + PMG) 230 kg + PMG Frame 3 (20 kg) 230 kg + PMG Frame 3 (20 kg) 230 kg + PMG Frame 3 (20 kg each) 

24/48 VDC
↓

Elite GV 2

 Art. Nr. 49001120 - Genverter

Dimensions,  mm / (in.) Main specifi cations

4.3 kW Continuous Power at 25°C (77°F) 4.3 kW

Number of DC PowerCubes 1

Nominal voltage 24/48 VDC

Noise level 54 dB(A) at 7m, 65 dB(A) at 1m

Rpm range 1500 - 3000 rpm, adjustable

Engine WhisperPower Kubota Z482

Dry weight (cabinet + DC PowerCube)
154 + (1 PowerCube) 26 kg
339.5 + (1 PowerCube) 57.3 lb.

Elite GV 3

Art. Nr. 49001320 - Genverter

Dimensions,  mm / (in.) Main specifi cations

8.6 kW Continuous Power at 25°C (77°F) 8.6 kW

Number of DC PowerCubes 2

Nominal voltage 24/48 VDC

Noise level 54 dB(A) at 7m, 65 dB(A) at 1m

Rpm range 1500 - 3000 rpm, adjustable

Engine WhisperPower Kubota D722

Dry weight (cabinet + DC PowerCube)
175 + (2 PowerCubes) 26 kg / each
385.8 + (2 PowerCubes) 57.3 lb. / each

Elite GV 3 Plus

Art. Nr. 49001520 - Genverter

Dimensions,  mm / (in.) Main specifi cations

12 kW Continuous Power at 25°C (77°F) 12 kW

Number of DC PowerCubes 3

Nominal voltage 24/48 VDC

Noise level 54 dB(A) at 7 m, 65 dB(A) at 1 m

Rpm range 1500 - 2500 rpm, adjustable

Engine WhisperPower Kubota D1105

Dry weight (cabinet + DC PowerCube)
210 + (3 PowerCubes) 26 kg / each
463 + (3 PowerCubes) 57.3 lb. / each

Elite GV 2 Outdoor

Art. Nr. 44001120 - Genverter

Dimensions,  mm / (in.) Main specifi cations

4.3 kW Continuous Power at 25°C (77°F) 4.3 kW

Number of DC PowerCubes 1

Nominal voltage 24/48 VDC

Noise level 59 dB(A) at 7 m, 77 dB(A) at 1 m

Rpm range 1500 - 3000 rpm, adjustable

Engine WhisperPower Kubota Z482

Dry weight (cabinet + DC PowerCube)
200 + (1 PowerCube) 26 kg
440.9 + (1 PowerCube) 57.3 lb.

Elite GV 3 Plus Outdoor

Art. Nr. 44001520  - Genverter

Dimensions,  mm / (in.) Main specifi cations

12 kW Continuous Power at 25°C (77°F) 12 kW

Number of DC PowerCubes 3

Nominal voltage 24/48 VDC

Noise level 54dB(A) at 7m, 65dB(A) at 1m (preliminary)

Rpm range 1500 - 2500 rpm, adjustable

Engine WhisperPower Kubota D1105

Dry weight (cabinet + DC PowerCube)
260 + (3 PowerCubes) 26 kg / each
573.2 + (3 PowerCubes) 57.3 lb. / each

DC PowerCube 24 VDC

Art. Nr. 60202002

Dimensions,  mm / (in.) Main specifi cations

Nominal battery voltage 24 VDC

Output current 0 - 150 A (short circuit protected)

Output voltage 26.5 / 28.5 VDC

Recommended battery capacity: 300 to 1500 Ah

Charge characteristic 3+ step charge characteristic

Grid input current Adjustable, from 2 A to 16 A

PM input current Adjustable, from 2 A to 14.5 A

Weight 26 kg  /  57.3 lb

DC PowerCube 48 VDC

Art. Nr. 60202003

Dimensions,  mm / (in.) Main specifi cations

Nominal battery voltage 48 VDC

Output current 0 - 100 A (short circuit protected)

Output voltage 43.0 / 57.0 VDC

Recommended battery capacity: 200 to 1000 Ah

Charge characteristic 3+ step charge characteristic

Grid input current Adjustable, from 2 A to 16 A

PM input current Adjustable, from 2 A to 14.5 A

Weight 26 kg  /  57.3 lb

Elite GV Series
24/48 VDC

Elite 8 | Stage V

Elite Series 
230/120 VAC | 50/60 Hz

230 VAC  | 50 Hz 
 1 Phase

↓

120/240 VAC | 60 Hz
Split Phase

↓

230/400 VAC | 50 Hz
3 Phase
↓

120/208 VAC | 60 Hz
3 Phase
↓

230/400 VAC | 50 Hz
3 Phase | Twin Power  

↓

W-SQ Pro 15  |  230 VAC W-SQ Pro 15  |  230/400 VAC W-SQ Pro 15 + 15  |  230/400 VAC

Art. Nr. 41207020 - STV Art. Nr. 41207320 - STV 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 3-Phase | 50 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12 kW 12 kW 12 kW 24 kW

Continuous Power kVA at 25°C (77°F) 13.75 kVA 13.75 kVA 13.75 kVA 27.5 kVA

Continuous power kW at 25°C (77°F) 11 kW 11 kW 11 kW 22 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1500 rpm 1500 rpm

Engine WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder

Dry weight 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. / each

W-SQ Pro 15  |  230 VAC W-SQ Pro 15  |  120/240 VAC W-SQ Pro 15  |  230/400 VAC  W-SQ Pro 15 |  120/208 VAC W-SQ Pro 15 + 15   |  230/400 VAC

Art. Nr. 41207020 Art. Nr. Art. Nr. 41207025 Art. Nr. 41207320 Art. Nr. 41207325 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 12.5 kW 12.5 kW 12.5 kW 12.5 kW 12.5 kW 25 kW

Continuous Power kVA at 25°C (77°F) 15 kVA 15 kVA 15 kVA 15 kVA 15 kVA 30 kVA

Continuous power kW at 25°C (77°F) 12 kW 12 kW 12 kW 12 kW 12 kW 24 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm 1500 rpm

Engine WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder WhisperPower Kubota V1505 BG - 4 cylinder

Dry weight (cabinet + PMG) 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. 410 kg  /  903.9 lb. / each

W-SQ Pro 18  |  230 VAC W-SQ Pro 18  |  230/400 VAC W-SQ Pro 18 + 18   |  230/400 VAC

Art. Nr. 41208120 - STV 41208320 - STV 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz 3-Phase | 50 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 14.5 kW 14.5 kW 14.5 kW

Continuous Power kVA at 25°C (77°F) 17.5 kVA 17.5 kVA 17.5 kVA 35 kVA

Continuous power kW at 25°C (77°F) 14 kW 14 kW 14 kW 28 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1500 rpm 1500 rpm

Engine WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder

Dry weight 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. / each

W-SQ Pro 18  |  230 VAC W-SQ Pro 18  |  120/240 VAC W-SQ Pro 18  |  230/400 VAC W-SQ Pro 18 |  120/208 VAC W-SQ Pro 18 + 18   |  230/400 VAC

Art. Nr. 41208120 Art. Nr. 41208125 Art. Nr. 41208320 Art. Nr. 41208325 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 16.5 kW 16.5 kW 16.5 kW 16.5 kW 16.5 kW 33 kW

Continuous Power kVA at 25°C (77°F) 20 kVA 20 kVA 20 kVA 20 kVA 20 kVA 40 kVA

Continuous power kW at 25°C (77°F) 16 kW 16 kW 16 kW 16 kW 16 kW 32 kW

Noise level 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A) 55 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm 1500 rpm

Engine WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder WhisperPower Kubota V2203 M BG - 4 cylinder

Dry weight 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. 495 kg  /  1091.3 lb. / each

W-SQ 22.5  |  230 VAC W-SQ 22.5  |  120/240 VAC W-SQ 22.5  |  230/400 VAC W-SQ 22.5  |  120/208 VAC

Art. Nr. 41101220 Art. Nr. 41101225 Art. Nr. 41131220 Art. Nr. 41131225

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz

Intermittent Power kW at 25°C (77°F) 22 kW 22 kW 22 kW 22 kW

Continuous Power kVA at 25°C (77°F) 22.5 kVA 22.5 kVA 22.5 kVA 22.5 kVA

Continuous power kVA at 25°C (77°F) 20 kW 20 kW 20 kW 20 kW

Noise level 58 dB(A) 58 dB(A) 58 dB(A) 58 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm

Engine WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder

Dry weight 580 kg  /  1278 lb. 580 kg  /  1278 lb. 580 kg  /  1278 lb. 580 kg  /  1278 lb.

W-SQ Pro 27  |  230 VAC W-SQ Pro 27  |  120/240 VAC W-SQ Pro 27  |  230/400 VAC W-SQ Pro 27  |  120/208 VAC W-SQ Pro 27 + 27   |  230/400 VAC

Art. Nr. 41202020 Art. Nr. 41202025 Art. Nr. 41201320 Art. Nr. 41201325 3-Phase | 50 Hz

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz Split Phase | 60 Hz 3-Phase | 50 Hz 3-Phase | 60 Hz Single mode Twin mode

Intermittent Power kW at 25°C (77°F) 23 kW 23 kW 25 kW 25 kW 25 kW 50 kW

Continuous Power kVA at 25°C (77°F) 27 kVA 27 kVA 27 kVA 27 kVA 27 kVA 54 kVA

Continuous power kW at 25°C (77°F) 22 kW 22 kW 22.5 kW 22.5 kW 22.5 kW 45 kW

Noise level 56.7 dB(A) 56.7 dB(A) 58 dB(A) 58 dB(A) 58 dB(A)

Rpm range 1500 rpm 1800 rpm 1500 rpm 1800 rpm 1500 rpm

Engine WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder

Dry weight 660 kg  /  1455 lb. 660 kg  /  1455 lb. 660 kg  /  1455 lb. 660 kg  /  1455 lb. 660 kg  /  1455 lb. / each

W-SQ Pro 32  |  230/400 VAC W-SQ Pro 32  |  120/208 VAC

Art. Nr. 41201420 Art. Nr. 41201425

Dimensions,  mm / (in.) Main specifi cations 3-Phase | 50 Hz 3-Phase | 60 Hz

Intermittent Power kW at 25°C (77°F) 27 kW 27 kW

Continuous Power kVA at 25°C (77°F) 32 kVA 32 kVA

Continuous power kW at 25°C (77°F) 27 kW 27 kW

Noise level 58 dB(A) 58 dB(A)

Rpm range 1500 rpm 1800 rpm

Engine WhisperPower Mitsubishi S4S - 4 cylinder WhisperPower Mitsubishi S4S - 4 cylinder

Dry weight 660 kg  /  1455 lb. 660 kg  /  1455 lb.

W-SQ Pro 40  |  230/400 VAC

Art. Nr. 41201620

Dimensions,  mm / (in.) Main specifi cations 3-Phase | 50 Hz

Intermittent Power kW at 25°C (77°F) 38.5 kW

Continuous Power kVA at 25°C (77°F) 40 kVA

Continuous power kW at 25°C (77°F) 35 kW

Noise level 53 dB(A)

Rpm range 1500 rpm

Engine Kubota V3800-CR-TE5BG2-SAE2

Dry weight 850 kg  /  1873.9 lb.

W-SQ Series
230/400 - 120/208 VAC | 50/60 Hz

A-kit B-kit A-kit B-kit A-kit B-kit B-kit A-kit B-kit A-kit B-kit A-kit B-kit

Model
Art. Nr. 

Maintenance kit
40401160

Maintenance kit
40401161

Maintenance kit
40401760

Maintenance kit
40401761

Maintenance kit
40401660

Maintenance kit
40401661

Maintenance kit
40401762

Maintenance kit
42401460

Maintenance kit
42401461

Maintenance kit
42401360

Maintenance kit
42401361

Maintenance kit
40201560

Maintenance kit
40201561

Elite GV 2 ◼ ◼
Elite GV 2 Outdoor ◼ ◼
Elite GV 3 ◼ ◼
Elite GV 3 Plus ◼ ◼
Elite GV 3 Plus Outdoor ◼ ◼
Elite 6 ◼ ◼
Elite 8 ◼ ◼
Elite 8 Outdoor ◼ ◼
Elite 10 ◼ ◼
Elite 12 ◼ ◼
Elite 15 ◼ ◼
Elite 15 Outdoor ◼ ◼
Elite 18 ◼ ◼
Scalino 4 Outdoor ◼ ◼
W-SQ Pro 15 ◼ ◼
W-SQ Pro 18 ◼ ◼
W-SQ 22.5 ◼ ◼
W-SQ Pro 25 ◼ ◼
W-SQ Pro 27 ◼ ◼
W-SQ Pro 32 ◼ ◼

WPL-15W40 General, Lubricant oil, 4 liters
Art. Nr. 40222244

WPL-Coolant G12, 4 liters
Art. Nr. 40222214

Model
(Amount of 
containers)

(Amount of 
containers)

Elite GV 2 ◼ ◼ ◼
Elite GV 2 Outdoor ◼ ◼ ◼
Elite GV 3 ◼ ◼ ◼ ◼
Elite GV 3 Plus ◼ ◼ ◼ ◼
Elite GV 3 Plus Outdoor ◼ ◼ ◼ ◼
Elite 6 ◼ ◼ ◼
Elite 8 ◼ ◼ ◼
Elite 8 Outdoor ◼ ◼ ◼
Elite 10 ◼ ◼ ◼
Elite 12 ◼ ◼ ◼ ◼
Elite 15 ◼ ◼ ◼ ◼ ◼
Elite 15 Outdoor ◼ ◼ ◼ ◼ ◼
Elite 18 ◼ ◼ ◼ ◼ ◼
Scalino 4 Outdoor ◼
W-SQ Pro 15 ◼ ◼ ◼ ◼
W-SQ Pro 18 ◼ ◼ ◼ ◼ ◼
W-SQ 22.5 ◼ ◼ ◼ ◼ ◼ ◼
W-SQ Pro 25 ◼ ◼ ◼ ◼ ◼ ◼
W-SQ Pro 27 ◼ ◼ ◼ ◼ ◼ ◼
W-SQ Pro 32 ◼ ◼ ◼ ◼ ◼ ◼

Genverter control DDC remote control panel DeepSea Control (optional) WhisperTouch (optional)
Not with DSE Generators

Model
Art. Nr. 

Genverter control
Standard supply

DDC
40209102

2510 MKII
50208054

8003 MKII
50208053

5’’
40280105

7’’
40280101

10’’
40280102

Elite GV 2 ◼ � � �
Elite GV 2 Outdoor ◼ � � �
Elite GV 3 ◼ � � �
Elite GV 3 Plus ◼ � � �
Elite GV 3 Plus Outdoor ◼ � � �
Elite 6 ◼ � � �
Elite 8 ◼ � � �
Elite 8 Outdoor ◼ � � �
Elite 10 ◼ � � �
Elite 12 ◼ � � �
Elite 15 ◼ � � �
Elite 15 Outdoor ◼ � � �
Elite 18 ◼ � � �
Scalino 4 Outdoor ◼ � � �
W-SQ Pro 15 ◼ � � � � �
W-SQ Pro 18 ◼ � � � � �
W-SQ 22.5 ◼ � � �
W-SQ Pro 25 ◼ � � � � �
W-SQ Pro 27 ◼ � � � � �
W-SQ Pro 32 � ◼ � � �

Spare parts

whisperpower.comwhisperpower.com

Elite 10 | Stage V

Elite 12 | Stage V

Elite 15 | Stage V

Scalino 4 Outdoor | Stage V

Scalino 4 Outdoor

Elite 8 Outdoor | Stage V

Elite 15 Outdoor | Stage V

Elite GV 2 | Stage V

Elite GV 3 | Stage V

Elite GV 3 Plus | Stage V

Elite GV 2 Outdoor | Stage V

Elite GV 3 Plus Outdoor | Stage V

DC PowerCube 24 VDC

DC PowerCube 48 VDC

W-SQ Pro 15 | Stage V

W-SQ Pro 15

W-SQ Pro 18 | Stage V

W-SQ Pro 18

W-SQ 22.5

W-SQ Pro 27

W-SQ Pro 32

Radiator Kits

Service & Maintenance Parts

WhisperPower - Silenced Generators - Mobile/O� -GridWhisperPower - Silenced Generators - Mobile/O� -Grid

Top Cool 
Single kit

Top Cool 
Dual kit

Radiator
Kit A 

Radiator
Kit B

Radiator
Kit C 

Radiator
Kit D 

Radiator
Kit E 

Radiator
Kit F

Model
Art. Nr. 

230 VAC
40230670

230 VAC
40230672

12 VDC
40230674

12 VDC
40230676

24 VDC
40230671

230 VAC
40230631

 230 VAC
40230632

 230 VAC
High amb. temp.

40230673

230 VAC
40201879

12 VDC
40201868

24 VDC
40201869

230 VAC
40201864

12 VDC
40201865

230 VAC
40201877

12 VDC
40201863

24 VDC
40201866

230 VAC | 1 phase
40201897

400 VAC | 3 phase
40201898

400 VAC
40201872

12 VDC
40201318

Elite GV 2 ◼ ◼ ◼ ◼
Elite GV 2 Outdoor ◼ ◼ ◼ ◼
Elite GV 3 ◼ ◼ ◼
Elite 3 Plus ◼ ◼ ◼
Elite 3 Plus Outdoor ◼ ◼ ◼
Elite 6 ◼ ◼
Elite 8 ◼ ◼
Elite 8 Outdoor ◼ ◼
Elite 10 ◼ ◼
Elite 12 ◼ ◼ ◼
Elite 15 ◼ ◼ ◼
Elite 15 Outdoor ◼ ◼ ◼
Elite 18 ◼ ◼
Scalino 4 Outdoor ◼
W-SQ Pro 15 ◼ ◼
W-SQ Pro 18 ◼ ◼
W-SQ 22.5 *) ◼ � �
W-SQ Pro 25 *) ◼ � �
W-SQ Pro 27 *) ◼ � �
W-SQ Pro 32 *) ◼ � �

A kit
The A kit contains all parts which are needed for a regular 
maintenance. Oil and Coolant has to be ordered separately.

B-Kit
Contains all essential spare parts to do the fi rst fault fi nd 
and small repairs on board. The kit contains the spare parts 
such as seawater pump parts, gaskets, safety switches, 
glow plugs if applicable, Injector nozzle etc. The B-kit is 
recommended to have on board for overseas journeys.

For complete content overview of our spare part kits: 
www.whisperpower.com

Maintenance

Remote Controls

◼ = Standard

Elite 6 | Stage V

Dimensions Radiator kits
* Dimensions of all radiators are 
   based on 230 VAC models

Elite 18 | Stage V

Exp. Tank 7L kit Starter battery installation kit Universal fuel kit Insulation blanket kit Dry Exhaust Kit AGM Battery Kit

Model
Art. Nr. 

Without low level 
alarm switch
40230545

With low level 
alarm switch

40230535

< 100 Ah
40290106

> 100 Ah
40290108

Universal
Art. Nr. 40230205

For Dry exhaust kit 1”
Art. Nr. 40201324

Kit 1”
40201325

Kit 1½”
40201875

Kit 2”
40201889

12 V / 55 Ah
40290060

12 V / 80 Ah
40290061

12 V / 100 Ah
40290031

12 V / 145 Ah
40290062

Elite GV 2 ◼ ◼ ◼ ◼ ◼
Elite GV 2 Outdoor ◼ ◼ ◼ ◼ ◼
Elite GV 3 ◼ ◼ ◼ ◼ ◼
Elite GV 3 Plus ◼ ◼ ◼ ◼
Elite GV 3 Plus Outdoor ◼ ◼ ◼ ◼
Elite 6 ◼ ◼ ◼ ◼ ◼
Elite 8 ◼ ◼ ◼ ◼ ◼
Elite 8 Outdoor ◼ ◼ ◼ ◼ ◼
Elite 10 ◼ ◼ ◼ ◼ ◼
Elite 12 ◼ ◼ ◼ ◼ ◼
Elite 15 ◼ ◼ ◼ ◼
Elite 15 Outdoor ◼ ◼ ◼ ◼
Elite 18 ◼ ◼ ◼ ◼
Scalino 4 Outdoor ◼ ◼ ◼ ◼ ◼
W-SQ Pro 15 ◼ ◼ ◼ ◼
W-SQ Pro 18 ◼ ◼ ◼ ◼
W-SQ 22.5 ◼ ◼ ◼ ◼ ◼ ◼
W-SQ Pro 25 ◼ ◼ ◼ ◼ ◼ ◼
W-SQ Pro 27 ◼ ◼ ◼ ◼ ◼ ◼
W-SQ Pro 32 ◼ ◼ ◼ ◼ ◼ ◼

Installation Kits

*) � Depends of 1or 3 phase 
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PMG Frame 1 PMG Frame 2 PMG Frame 3

Model
Art. Nr. 

6 kW | 230 VAC
Art. Nr. 60201405
(7.6 kg / 16.8 lb.)

3.5 kW | 120 VAC
Art. Nr. 60201415
(7.6 kg / 16.8 lb.)

10 kW | 230 VAC
Art. Nr. 60201409
(9.9 kg / 21.8 lb.)

6 kW | 120 VAC
Art. Nr. 60201419
(9.9 kg / 21.8 lb.)

15 kW | 230 VAC
Art. Nr. 60201449
(20 kg / 44.1 lb.)

12-15 kW | 120/240 VAC | Split-Phase 
Art. Nr. 60201411
(30 kg / 66.1 lb.)

Elite 6 - 230 VAC ◼
Elite 6 - 120 VAC ◼
Elite 8 - 230 VAC ◼
Elite 8 - 120 VAC ◼
Elite 10 - 230 VAC ◼
Elite 10 - 120/240 VAC ◼
Elite 12 - 230 VAC ◼
Elite 12 - 120/240 VAC ◼
Elite 15 - 230 VAC ◼
Elite 15 - 120/240 VAC ◼
Scalino 4 Outdoor - 230 VAC ◼
Scalino 4 Outdoor - 120 VAC ◼
Elite 8 Outdoor - 230 VAC ◼
Elite 8 Outdoor - 120 VAC ◼
Elite 15 Outdoor - 230 VAC ◼
Elite 15 Outdoor - 120/240 VAC ◼
Elite 18 - 230 VAC ◼
Elite 18 - 120/240 VAC ◼

Power Module Genverters

230 VAC | 50 Hz
1 Phase DSE

↓

400 VAC | 50 Hz
3 Phase DSE 

↓

AtlasGO 8  |  230 VAC AtlasGO 9  |  400 VAC

Art. Nr. 41400801 Art. Nr. 41400901

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz | DSE 3-Phase | 50 Hz | DSE

kVA max. 7.5 kVA 9 kVA

kVA cont. 7 kVA 8.5 kVA

kW max. 10.3 kW 10.3 kW

Noise level 65 dB(A) at 7m 65 dB(A) at 7m

Rpm 1500 rpm 1500 rpm

Engine Kubota D1105 Kubota D1105

Weight ex. fuel 430 kg  /  948 lb. 440 kg  /  970 lb.

AtlasGO 11  |  230 VAC AtlasGO 14  |  400 VAC

Art. Nr. 41401101  Art. Nr. 41404001

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz | DSE 3-Phase | 50 Hz | DSE

kVA max. 11 kVA 14 kVA

kVA cont. 10 kVA 13 kVA

kW max. 15 kW 15 kW

Noise level 65 dB(A) at 7m 65 dB(A) at 7m

Rpm 1500 rpm 1500 rpm

Engine Kubota D1703M Kubota D1703M

Weight ex. fuel 575 kg  /  1267.7 lb. 580 kg  /  1278.7 lb.

AtlasGO 18  |  230 VAC AtlasGO 20  |  400 VAC

Art. Nr. 41401801 Art. Nr. 41401901

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz | DSE 3-Phase | 50 Hz | DSE

kVA max. 18 kVA 19 kVA

kVA cont. 16 kVA 18 kVA

kW max. 17 kW 17 kW

Noise level 65 dB(A) at 7m 65 dB(A) at 7m

Rpm 1500 rpm 1500 rpm

Engine Kubota V2203M Kubota V2203M

Weight ex. fuel 660 kg  /  1455.1 lb. 660 kg  /  1455.1 lb.

AtlasGO 30  |  230 VAC AtlasGO 34 |  400 VAC AtlasGO 44  |  400 VAC

Art. Nr. 41403001 Art. Nr. 41403301  Art. Nr. 41405001

Dimensions,  mm / (in.) Main specifi cations 1-Phase | 50 Hz | DSE 3-Phase | 50 Hz | DSE 3-Phase | 50 Hz | DSE

kVA max. 30 kVA 33 kVA 44 kVA

kVA cont. 28 kVA 30 kVA 40 kVA

kW max. 42 kW 28 kW 42 kW

Noise level 65 dB(A) at 7m 65 dB(A) at 7m 65 dB(A) at 7m

Rpm 1500 rpm 1500 rpm 1500 rpm

Engine Kubota V3800DIT Kubota V3300 Kubota V3800DIT

Weight ex. fuel 970 kg  /  2138.5 lb. 887 kg  /  1955.5 lb. 928 kg  /  2045.9 lb.

AtlasGO 8/9 | Stage V

AtlasGO 11/14 | Stage V

AtlasGO 18/20 | Stage V

AtlasGO 30/34/44

AtlasGO Series
230/400 VAC

W-SQ Pro 27 
230/400 VAC - 50 Hz - 32 kVA

Art. Nr. 41201320

W-SQ Pro 27 
230/400 VAC - 50 Hz - 32 kVA

Art. Nr. 41201320

W-SQ system example
Parallel option 

W-SQ Pro
Parallel Output

Remote control panel 
DSE 8003 7”

Art. Nr. 50208053

The information on this poster is for general information purposes only. 
While we endeavour to keep the information up to date and correct, we cannot 
be held responsible for alterations of specifi cations of products over time.

Twin system example
1+1=3

more benefi ts than just two Generators 

WhisperConnect CAN

Genverter Twin
power output    

230 VAC 50 Hz 
single phase

DDC 
Control 

Box

230 VAC / 50 Hz / 1 phase

High speed serial 
communication 

cable  
max 3 meter

Integrated Control
GEN 1 and Gen 2

Local Generator 1 
Control  

Starter battery
AGM Power 

12 VDC | 80 Ah 
Art. Nr. 40290061

Elite 8
6.4 kW

Art. Nr. 49005420

Starter battery
AGM Power 

12 VDC | 80 Ah 
Art. Nr. 40290061

PMG
inverter

PMG
inverter

Elite 8
6.4 kW

Art. Nr. 49005420

RS485

Elite system example
230/120 VAC

AC output

PMG
inverter

AGM Power 
12 VDC | 100 Ah 

Art. Nr. 40290031

Exhaust kit

Universal fuel kit
Art. Nr. 40230205

Appliances

Top-Cool Radiator, 
includes expansion tank

Side / under truck radiator, 
includes expansion tank

Hose Connection

Fuel Pump

Grid Power Line

WhisperTouch 5”
Art. Nr. 40280105

Handy 
12 VDC | 7 A

Art. Nr. 61112007

Elite 8
6.4 kW

Art. Nr. 49005420

RS485

WhisperConnect CAN DDC 
Control 

Box

Local Generator 1 
Control  

W-SQ Pro 40

� = Optional

Elite system example
24/48 VDC

24 V / 48 V Lithium 
Power Plus battery

Global Plug: Shore connection
max 16 A - 230 VAC, 32 A - 117 VAC, 50 or 60 Hz

Fast charging

Whisper 
Connect

Battery to inverter

Continuous AC Power 
230 VAC - 50 Hz

 or 120 VAC - 60 Hz

DC Distribution

4, 7 or 14 kVA

Touch screen for 
complete system 

monitoring and control

1, 2 or 3 cylinder Genverter©

to power connection

Ask for our General Product Catalogue to learn more about 
the various power electronics, storage power and other 
electrical products we manufacture and supply.

AC PowerCube 
24 VDC | 7000 VA
Art. Nr. 60203004

DC PowerCube 
24 VDC | 150 A

Art. Nr. 60202002

Add the Autotransformer to 
120/240 Split Phase applications 
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For integration to MFD see whisperpower.com 
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